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1 Introduction 

1.1 Scope and Background 

1.1.1 This report describes the potential impact of noise on the proposed residential development (the 

“Development”) at Land to the North of The Drove Way, Istead Rise, Gravesham (the ‘Site’).  

1.1.2 The assessment has been carried out by Noise Consultants (NCL), part of Logika Group, and has been 

prepared in accordance with National and local policy and guidance and by reference to relevant 

acoustics standards and guidance. A glossary of acoustic terminology is provided in Appendix A1. 

1.2 Existing Site 

1.2.1 The existing Site comprises agricultural fields. The Site is bounded to the north and west by fields and 

woodland. Further north, the HS1 high-speed railway line and the A2 Watling Street are located 

approximately 830m and 900m from the Site respectively. To the east, the Site is bounded by 

woodland and Istead Rise Community Centre (approximately 100m from the Site) including playing 

fields (used by Istead United Colts FC). To the south of the Site is the residential area of Istead Rise.  

1.2.2 Figure 1-1 presents the Site location and application boundary and wider Site context.  

 
Contains OpenStreetMap data © OpenStreetMap contributors. 

Figure 1-1: Site Location Plan 

https://www.openstreetmap.org/copyright
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1.3 Proposed Development 

1.3.1 The Development will comprise up to 100 residential dwellings (Class C3), including the formation of 

new accesses from The Drove Way, the provision of new areas of public open space and all other 

associated infrastructure and ancillary works (all detailed matters reserved other than means of 

access). Figure 1-2 presents the residential development area.1.  

 
Contains aerial imagery/map data © 2026 Google. 

Figure 1-2: Proposed Development 

1.4 Noise Sources 

Existing baseline 

1.4.1 Road traffic noise from the A2 to the north is the dominant noise source across the Site. There is also 

considerable contribution to the noise environment from wildlife. Some noise was heard from the 

adjacent playing fields during a football match on Sunday morning. Occasional noise from nearby 

residents’ gardens, dog walkers, high altitude aircraft and local road traffic on The Drove Way (to the 

south) was also audible as well as a tractor in the neighbouring fields. 

Future baseline 

1.4.2 Road traffic and railway volumes are not expected to increase significantly in future. Therefore, future 

noise levels on the Site attributable to existing sources of environmental noise are not expected to be 

materially different from existing. 

 
1 Parameter Plan, Mosaic Drawing No 004 Rev C 

https://www.google.com/help/legalnotices_maps/


Land to the North of The Drove Way, Istead Rise, Gravesham Noise Assessment 

16611A-20 3 21 May 2026 

1.5 Local Authority 

Local Policy and Guidance 

1.5.1 The Site is located within the administrative boundary of Gravesham Borough Council (GBC). 

Gravesham Local Plan Core Strategy 2014 

1.5.2 Gravesham Local Plan Core Strategy (adopted 2014)2 includes the following policies in respect of 

noise which are relevant to the Proposed Development: 

• Policy CS19: Development and Design Principles  

• This policy states that “New development will… avoid adverse environmental impacts from 

pollution, including noise…” 

Emerging Local Plan (Proposed Submission Version, Regulation 19)  

1.5.3 The Regulation 19 proposed submission version of the emerging Local Plan3 includes the following 

policies in respect of noise which are relevant to the Proposed Development: 

• Policy LP11: Achieving High-Quality Design, Sustainability & Place Making. This policy sets out the 

criteria for all new development including: 

• The need for development to deliver environmental benefits including avoiding adverse 

impacts from noise. 

• Safeguard amenity for occupiers and neighbours including avoiding unacceptable adverse 

impacts from noise while ensuring compatibility with adjacent land uses.  

• Policy LP16: Culture, Creative Industries and the Visitor Economy. 

• This policy includes consideration of the Agent of Change principle, notably: “all new 

developments adjacent to existing or planned cultural venues must comply with the agent 

of change principle, whereby the new development bears responsibility for mitigating 

adverse impacts such as noise on existing venues, ensuring their continued viable operation 

without restriction”. 

Consultation 

1.5.4 NCL contacted the Environmental Health Department at GBC by email on 19 February 2026 setting 

out the proposed survey and assessment methodology for agreement prior to any assessment works 

taking place. 

1.5.5 A senior environmental health officer responded confirming that the proposals were fine and that 

they were “not aware of any other obvious noise sources in the area”. The officer advised that “the 

50 dB value for external garden/amenity areas should be the target as opposed to the upper 

guideline limit in this area”, that overheating may also need consideration depending on the 

proposed mitigation and that any fixed plant (such as air source heat pumps) should be included.  

 
2 Gravesham Borough Council Local Plan, Adopted 2014. Available at: 

https://www.gravesham.gov.uk/local-plan-policy/local-plan (Accessed 8 April 2026). 
3 Gravesham Borough Council Local Plan 2042. Available at: 

https://localplan.gravesham.gov.uk/Reg19/consultationHome (Accessed 21 May 2026). 

https://www.gravesham.gov.uk/local-plan-policy/local-plan
https://localplan.gravesham.gov.uk/Reg19/consultationHome
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1.5.6 Notably, fixed plant has not been included in the report on the basis that details of the heating, 

cooling and ventilation strategy are not well-defined at outline planning stage.  
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2 Assessment Approach 

2.1 Future Baseline Conditions 

2.1.1 Representative future baseline conditions have been determined by way of a baseline noise 

measurement survey. It is not anticipated that the future baseline conditions will be materially different 

from existing conditions. 

Baseline Noise Survey 

2.1.2 To quantify the current noise climate relevant to the Site, a baseline noise survey was conducted 

between 12:30 on Wednesday 4 March and 12:30 on Wednesday 11 March 2026. The noise survey 

was designed to capture ambient and background sound levels during the daytime (07:00 – 23:00) 

and night-time (23:00 – 07:00) periods over a weekday and a weekend at two unattended locations. 

Additionally, short-term attended noise monitoring was carried out at one location. The survey was 

specifically designed to characterise the noise sources advised in Section 1.4, in order to inform the 

noise assessment.  

2.1.3 The baseline noise conditions are described in Section 3.1 with full details of the baseline noise 

measurement survey provided in Appendix A2.  

Noise Modelling 

2.1.4 A noise modelling exercise has not been carried out with respect to transportation noise sources due 

to the distances between the Site and primary road traffic noise sources. The results of the baseline 

noise monitoring have therefore directly informed the assessment.  

2.1.5 A noise modelling exercise has been used to provide sensitivity tests with respect to the use of the 

sports pitches, an external seating/garden area, and events at the Community Centre so that 

appropriate noise mitigation can be adopted in the Development design. The noise model has been 

prepared using the iNoise noise modelling software which implements the ISO 9613-2:20244 

calculation methodology. Noise modelling assumptions are provided in Appendix A3. 

Sports Activity Noise 

2.1.6 Sports activity noise was modelled using the methodology advocated in the Sport England Design 

Guidance Note on Artificial Grass Pitch (AGP) Acoustics – Planning Implications (AGP Guidance, 

2015) based on the assumptions set out in Appendix A3. 

Community Centre Garden Noise 

2.1.7 The Community Centre garden has been modelled using assumptions based on pub gardens. Source 

noise levels measured in a pub garden have been adopted for this assessment based on the 

assumptions set out in Appendix A3. Notably, there is existing fencing around the garden area which 

has not been included in the noise model. The fencing appears to be standard garden fencing which 

may not have a significant acoustic benefit, however, its exclusion from the noise modelling 

represents a worst-case. 

 
4 ISO 9613-2: 2024 Acoustics – Attenuation of sound during propagation outdoors. Part 2: Engineering 

method for the prediction of sound pressure levels outdoors. 
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Amplified Music Noise 

2.1.8 The Community Centre5 holds regular activities (such as sports, dance, gymnastics) as well as 

occasional events in the main hall. The member’s bar is open until 23:00 Monday to Saturday (20:30 

on Sundays) and also holds regular events including live music and discos. Amplified music event 

noise in the member’s bar was modelled based on the assumptions set out in Appendix A3.  

2.2 Assessment Criteria – Noise 

2.2.1 Following a good acoustic design process is an implicit part of achieving good design as required by 

Government planning and noise policy, set out in the Noise Policy Statement for England (NPSE, 2010) 

and the National Planning Policy Framework (NPPF, 2025).  

2.2.2 A good acoustic design process should achieve optimal acoustic conditions, both internally and 

within external amenity spaces, but should avoid “unreasonable” acoustic conditions. Good acoustic 

design should prevent “unacceptable” acoustic conditions and embrace integrated solutions to 

deliver the optimum acoustic outcome for a particular site without design compromises that will 

adversely affect living conditions and the quality of life of the inhabitants or other sustainable design 

objectives and requirements.  

2.2.3 The assessment criteria set out in the following sections have been selected in accordance with the 

relevant local and national policies and guidance (Section 1.5 and Appendix A4, respectively) and 

by reference to the appropriate acoustics standards (see Appendix A5).  

ProPG Stage 1: Site Suitability Assessment 

2.2.4 The ProPG6 site noise risk classification presented in Table A5-1 of Appendix A5 is a sliding scale that 

does not define precise noise exposure limits to site risk classification. The criteria are intended to 

characterise risk for both external amenity spaces during the day and internal habitable rooms during 

the day and night. Importantly, the ProPG site risk assessment is normally carried out for an empty site 

before the Site massing and any mitigation measures are applied.  

2.2.5 For the purposes of this project, the noise thresholds that have been adopted in order to classify Site 

risk are defined in Table 2-1 for the daytime and night-time period. These thresholds represent the 

lowest observed adverse effect level (LOAEL), significant observed adverse effect level (SOAEL) and 

unacceptable adverse effect level (UAEL) as defined in the national noise policy and guidance in 

Appendix A4. 

Table 2-1: Site Risk Noise Exposure Thresholds 

ProPG Site Risk 

Category 

Noise Exposure Threshold ProPG Based Pre-Planning 

Application Advice 
dB LAeq,16hr dB LAeq,8hr dB LAFmax 

Negligible 

(Below LOAEL) 

<50 <40 10th highest 

<55 

Indicates development site is likely 

to be acceptable from a noise 

perspective 

Low 

(LOAEL- SOAEL) 

50 – 63 40 – 53 10th highest 

55 – 68 

Indicates development site is likely 

to be acceptable from a noise 

perspective provided that a good 

 
5 Details obtained from: https://www.ircatoday.com/ (accessed April 2026). 
6 Professional Practice Guidance on Planning and Noise: New Residential Development (2017). 

Institute of Acoustics, Association of Noise Consultants, and Chartered Institute of Environmental 

Health. 

https://www.ircatoday.com/
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ProPG Site Risk 

Category 

Noise Exposure Threshold ProPG Based Pre-Planning 

Application Advice 
dB LAeq,16hr dB LAeq,8hr dB LAFmax 

acoustic design process is 

followed and demonstrated 

Medium 

(Above SOAEL) 

63 – 70 53 – 66 10th highest 

68 – 81 

Indicated site is less suitable from a 

noise perspective. A subsequent 

application may be refused unless 

a good acoustic design process is 

followed and demonstrated 

High (UAEL) >70 >66 10th highest 

>81 

Indicates an increased risk that the 

development would be refused on 

noise grounds. 

ProPG Stage 2: Full Assessment 

2.2.6 Where the ProPG Stage 1 assessment indicates that the site is at low, medium or high risk of adverse 

noise effects, a ProPG Stage 2 assessment should be carried out. The following sections outline the 

relevant internal and external noise guidelines considered in the assessment.  

Target Noise Levels 

2.2.7 Target internal noise levels relate to habitable rooms (bedrooms and living rooms) under whole 

dwelling ventilation conditions7 and are based on the internal noise guidelines set out in BS 8233:20148.  

2.2.8 There is no requirement, with reference to BS 8233:2014 and the Building Regulations Approved 

Document F – Ventilation (ADF) for the target internal noise levels to be achieved with open windows.  

2.2.9 The initial assumptions on the sound insulation performance of the building envelope constructions 

are provided in Appendix A6. For generic living room and bedroom volumes and window sizes, a 

composite façade construction comprising a brick and block cavity wall, standard double glazing 

and a non-acoustic background ventilator provides a sound level difference from outside to inside of 

approximately 23 dB(A). Where open windows are considered in the assessment, a sound level 

difference from outside to inside of 13 dB(A) has been assumed for a partially open window9. This 

equates to an equivalent open area of approximately 2% of the floor area of the associated 

habitable room.  

2.2.10 Target external noise levels relate to private amenity spaces (i.e. gardens, balconies and roof 

terraces) or communal amenity spaces for the sole use of residents of the proposed Development 

and are based on the guidance set out in BS 8233:2014. 

2.2.11 The target noise levels are presented in Table 2-2.  

Table 2-2: Target Noise Levels 

Location Activity Daytime Noise Level 

(07:00 – 23:00) 

Night-time Noise Level 

(23:00 – 07:00) 

Living Room Resting ≤ 35 dB LAeq,16hr - 

 
7 As required by The Building Regulations Approved Document F - Ventilation. 
8 British Standard 8233:2014 Guidance on sound insulation and noise reduction for buildings. 
9 Waters-Fuller, T., Lurcock, D., Mackenzie, R. & MacKenzie, R. (2007). NANR 116: ‘Open/Closed 

Window Research’ Sound Insulation Through Ventilated Domestic Windows.  
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Location Activity Daytime Noise Level 

(07:00 – 23:00) 

Night-time Noise Level 

(23:00 – 07:00) 

Dining Room Dining ≤ 40 dB LAeq,16hr - 

Bedroom Sleeping 

(daytime 

resting) 

≤ 35 dB LAeq,16hr ≤ 30 dB LAeq,8hr 

≤ 45 dB LAFmax (normally less 

than 10 times a night) 

External 

Amenity Areas 

Resting ≤ 50 dB LAeq,16hr
10 - 

Other Sources of Noise 

2.2.12 Where sports activity noise from an existing sports pitch has the potential to impact the proposed 

Development, the target noise levels for external amenity areas set out in Table 2-2 have been 

adopted noting that the sports pitches would not be expected to be operational for the full 16-hour 

daytime assessment period.  

2.2.13 Noise from patrons in the Community Centre garden has been assessed by consideration of the 

absolute noise level and comparison against prevailing noise levels. 

2.2.14 Where amplified music/event noise has the potential to impact the proposed Development, an 

assessment has been carried out with reference to the Noise Act Research11 (Appendix A5.5) which 

sets out a semantic scale describing the likely acceptability of entertainment noise.  

 
10 BS 8233:2014 states that an external noise level of 50 dB LAeq,16hr is desirable, with an upper 

guideline level of 55 dB LAeq,16hr.  
11 Department for Environment Food and Rural Affairs (2006). Noise from Pubs and Clubs (Phase II) 

Final Report (Contract No NANR 163). 
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3 Baseline Conditions 

3.1 Noise Measurement Survey 

3.1.1 Figure 3-1 presents the noise monitoring locations which are described in Table 3-1 below. The noise 

monitoring locations were chosen to provide a good understanding of the noise conditions across 

the site as well as to establish emission levels for key noise sources. Photographs of the noise monitoring 

locations are provided in Appendix A2.2.  

 
Contains aerial imagery/map data © 2026 Google. 

Figure 3-1: Noise Monitoring Locations 

 

https://www.google.com/help/legalnotices_maps/
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Table 3-1: Summary of Noise Survey Locations 

Location Description Observations 

LT1 Unattended measurement taken 1.4m 

above ground level. 

 

Approximately 130m north-west of 

Istead Rise Community Centre and 90m 

west of the playing fields, 830m south of 

the high-speed railway and 970m south 

of the A2. 

 

Free-field measurement intended to 

capture noise from Istead Rise 

Community Centre and associated 

playing fields as well as the general 

transportation noise environment. 

Distant road traffic noise from the A2 

was the dominant contributor to the 

noise climate during the daytime and 

night-time. However, there was also 

significant contribution from bird song 

from early morning to late evening.  

 

Occasional high altitude aircraft, dog 

walkers and children playing could be 

heard at various times during the 

daytime.  

 

Football/sports noise was audible as 

distant shouting by adults and children 

on Sunday 08 March from 10:45 – 12:30. 

However, road traffic and birdsong 

remained the dominant sources of 

noise. 

 

Tractor movements variously occurred 

in adjacent fields over the 

measurement period however, from 

approximately 05:00 – 18:00 on Tuesday 

10 March, the tractor was working on 

and around the Site. Data has not been 

excluded from the analysis on the basis 

that the precise location of the tractor 

was unknown and the noise is 

characteristic of the existing area.  

 

Railway noise from HS1 was not audible. 

LT2 Unattended measurement taken 1.4m 

above ground level. 

 

Approximately 840m south of high-

speed railway and 975m south of the 

A2. 

 

Free-field measurement intended to 

capture transportation noise from the 

high-speed rail and the A2. 

Distant road traffic noise from the A2 

was the dominant contributor to the 

noise climate during the daytime and 

night-time. However, there was also 

significant contribution from bird song 

from early morning to late evening.  

 

Occasional noise from high altitude 

aircraft and dog walkers was audible at 

times during the daytime. 

 

Tractor movements variously occurred 

in adjacent fields over the 

measurement period however, from 

approximately 05:00 – 18:00 on Tuesday 

10 March, the tractor was working on 

and around the Site. Data has not been 

excluded from the analysis on the basis 

that the precise location of the tractor 

was unknown and the noise is 

characteristic of the existing area.  
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Location Description Observations 

Railway noise from HS1 and 

football/sports noise were not audible 

at LT2.  

ST1 Attended measurement taken 1.4m 

above ground level and 10m to the 

north of the rear garden fence of 101 

The Drove Way. 

 

Approximately 10m from the existing 

pedestrian access to the Site. 

 

Free-field measurement intended to 

capture the noise environment 

representative of existing receptors in 

the west of the Site. 

Distant road traffic noise from the A2 

and bird song were the dominant 

contributors to the noise climate.  

 

Throughout the measurement plumbers 

were working in the house adjacent to 

the Site access. This introduced 

occasional noise from the use of tools 

including drills and impact sound from 

movement in the vans.  

 

A tractor was also present in the field to 

the west of the Site. 

3.1.2 A weather station was installed at WML1 which is to the north of the Site, away from any existing 

buildings or wooded areas to ensure reliable windspeed and direction data was obtained. Where 

wind speeds exceeded 5 m/s or rainfall was recorded, the corresponding noise data has been 

excluded from the data analysis. Full details of the weather monitoring and excluded periods is 

provided in Appendix A2.3. 

3.1.3 The sound level meters were field calibrated before and after each measurement with no significant 

drift (i.e. >0.5 dB) in calibration recorded. Windshields were fitted to the microphones to minimise the 

effects of any wind-induced noise for the duration of the survey.  

3.1.4 Details of the monitoring instrumentation (model/serial numbers and calibration details) are 

presented in Appendix A2.4. All noise instrumentation was configured to report the environmental 

parameters Leq, L10, L90 and LFmax in one-third octave bands and A-weighted broadband levels in 2-

minute intervals, at a 100 ms sample rate. 

3.2 Summary of Noise Measurement Results 

3.2.1 The results of the unattended noise measurement survey are summarised in Table 3-2, rounded to the 

nearest decibel. The full noise measurement survey results are presented in Appendix A2. 

Table 3-2: Summary of Unattended Measured Free-Field Noise Levels 

Location Period LAeq,T (dB) LAFmax (10th 

Highest) 

(dB) 

LA90,5min 

(mean) 

(dB) 

LA90,5min 

(mode) 

(dB) 

LT1 Daytime (07:00 – 23:00) 52 - 45 51 

Night-time (23:00 – 07:00) 47 61 41 45 

LT2 Daytime (07:00 – 23:00) 52 - 45 47 

Night-time (23:00 – 07:00) 46 63 40 45 

3.2.2 The results of the attended noise measurement survey are presented in Table 3-3, rounded to the 

nearest decibel. 
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Table 3-3: Summary of Attended Measured Free-Field Noise Levels 

Location Period LAeq,T (dB) LAFmax (10th 

Highest) (dB) 

ST1 13:32 – 14:32 on 4 March 2026 49 58 

LT1 50 - 

LT2 51 - 

3.2.3 Overall, there is very little variation in noise level across the Site, because it is predominantly affected 

by distant road traffic noise.  
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4 Noise Assessment 

4.1 Initial Site Noise Risk Assessment (ProPG Stage 1) 

4.1.1 An initial site noise risk assessment has been undertaken to provide an indication of the likely risk of 

adverse effects and the suitability of the Site for residential development, excluding any subsequent 

mitigation measures which may be included as part of the development proposals.  

4.1.2 The measured external noise levels presented in Table 3-2 have been compared against the noise 

exposure thresholds set out in Table 2-1. Table 4-1 presents the initial site noise risk assessment for the 

Site.  

Table 4-1: Initial Site Noise Risk Assessment 

Location Dominant 

source 

Daytime 

LAeq,16hr (dB) 

Night-time 

LAeq,8hr (dB) 

Night-time 

70th Highest 

LAFmax (dB) 

ProPG Stage 

1 Outcome 

LT1  Road traffic 52 47 61 Likely low risk 

LT2 Road Traffic 52 46 63 Likely low risk 

4.1.3 Table 4-1 indicates that the Site is generally at low risk during the daytime, and low risk during the 

night-time.  

Other Noise Sources 

Sports Activity Noise 

4.1.4 Football/sports activity noise was audible at the Site as distant shouting by both adults and children 

on Sunday morning. However, as it is not readily distinguishable over the residual noise climate, a 

specific source sound level cannot be determined from the noise measurements. 

4.1.5 To demonstrate the potential impact of the use of the sports pitches at the Community Centre, a 

noise modelling exercise has been carried out with reference to the AGP Guidance. Figure 4-1 

presents the predicted noise levels assuming all sports pitches and multi-use games areas are in 

operation at the same time.  
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Contains aerial imagery/map data © 2025 Google. 

Figure 4-1: Sports Activity Noise Levels 

4.1.6 At the edge of the developable area, predicted noise levels are approximately 48 dB LAeq,T. 

Consequently, the predicted levels across the developable area are below the target noise level of 

50 dB LAeq,T (Table 2-2) and below the average measured daytime noise level of 52 dB LAeq,16hr. Based 

on the noise measurement data obtained during the Sunday morning football activity, shouting from 

coaches, players and spectators may occasionally be just audible at the nearest residential dwelling 

during weekend training sessions.  

4.1.7 On the basis that it is unlikely that all pitches would be in operation concurrently, sports activity noise 

is considered to be negligible risk for the proposed Development.  

Community Centre Garden 

4.1.8 Figure 4-2 presents the predicted noise levels assuming one person seated at each of the 15 available 

tables is speaking with a raised voice.  

https://www.google.com/help/legalnotices_maps/
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Figure 4-2: Community Centre Garden Noise from Patrons 

4.1.9 At the edge of the developable area, predicted noise levels are below 40 dB LAeq,T assuming 

conversation with raised voices for all tables as a worst-case. Notably, full occupancy of the garden 

area is expected to be very occasional, and noise may be partially screened by the existing fencing 

(not included in the noise model). Similar to sports activity noise, some occasional speech may be just 

audible under typical operations. 

4.1.10 Noise from the Community Centre garden is considered to be negligible risk to the proposed 

Development.  

Amplified Music Noise 

4.1.11 Based on the assumptions in Appendix A3, which assume a very worst-case, Figure 4-3 presents the 

predicted amplified music noise levels from building envelope breakout sound through open windows 

from the member’s bar area.  

https://www.google.com/help/legalnotices_maps/
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Figure 4-3: Community Centre Event Noise 

4.1.12 At the edge of the developable area, predicted noise levels are 45-46 dB LAeq,T. Importantly, it has 

been assumed that as the bar would normally close at 23:00, events would also finish at 23:00. Event 

noise may be audible within the nearest gardens of future receptors and internally with windows 

open, however, would be below the target daytime noise levels (Table 2-2).  

4.1.13 Internal noise levels with open windows, assuming 13 dB(A) sound level difference from outside to 

inside, would be 33 dB LAeq,T. With reference to Table A5-4 of Appendix A5, this is between ‘just 

acceptable’ and ‘just unacceptable’. Importantly, this assessment is considered to represent a worst-

case. 

4.1.14 With closed windows, assuming 23 dB(A) sound level difference from outside to inside, internal noise 

levels at receptors would be 23 dB LAeq,T. With reference to Table A5-4 of Appendix A5, this is 

equidistant between ‘clearly acceptable' and ‘just acceptable’. 

4.1.15 When the Community Centre member’s bar windows are closed, the sound insulation properties of 

the building envelope will be increased and the noise breakout from amplified music events in the 

member’s bar will be significantly reduced.  

4.1.16 In summary, Community Centre Event Noise is considered to be negligible risk to the proposed 

Development.  

Summary 

4.1.17 The initial (ProPG Stage 1) daytime risk assessment indicates that the site is low risk in the daytime from 

transportation noise (road traffic). Sports activity noise, the use of the Community Centre garden and 

https://www.google.com/help/legalnotices_maps/
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amplified music noise at the Community Centre are also considered to present a negligible risk to the 

proposed Development.  

4.1.18 The initial (ProPG Stage 1) night-time risk assessments indicate that the site is low risk in the night-time. 

4.2 Assessment of Noise Impacts (ProPG Stage 2) 

Good Acoustic Design 

4.2.1 The ProPG Stage 2 assessment has been prepared to an outline level of detail informed by the 

development plan (Figure 1-2). The following measures can be identified: 

• The Development seeks to retain and enhance the existing woodland landscape, consequently, 

the Development has an inherent set-back of over 100 m from Istead Rise Community Centre 

and sports pitches.  

Internal Noise Levels 

4.2.2 Table 4-2 sets out the calculated internal noise levels based on the measured external noise levels 

summarised in Table 3-2 assuming the initial sound level difference from outside to inside of 23 dB(A) 

through closed standard double glazed windows and non-acoustic background ventilators.  

Table 4-2: Calculated Internal Noise Levels – Standard Double-Glazed Windows and Non-Acoustic 

Background Ventilators 

Location Living Areas and 

Bedrooms 

Bedrooms 

LAeq,16hr (dB) LAeq,8hr  (dB) LAmax (night) (dB) 

LT1 29 24 38 

LT2 29 23 40 

4.2.3 The target internal noise levels (Table 2-2) are readily achievable with closed standard double glazed 

windows and non-acoustic background ventilators. No specific acoustic mitigation is required to the 

building envelope design with respect to transportation noise.  

4.2.4 Table 4-3 sets out the calculated internal noise levels based on the measured external noise levels 

summarised in Table 3-2 assuming partially open windows providing a sound level difference from 

outside to inside of 13 dB(A) through a partially open window.  

Table 4-3: Calculated Internal Noise Levels – Partially Open Windows 

Location Living Areas and 

Bedrooms 

Bedrooms 

LAeq,16hr (dB) LAeq,8hr  (dB) LAmax (night) (dB) 

LT1 39 34 48 

LT2 39 33 50 

4.2.5 The target internal noise levels (Table 2-2) will not be achievable with partially open windows, 

however, with reference to ProPG and BS 8233, all noise levels are within 5 dB of the target noise levels 
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which should be considered reasonable. Notably, a reasonable proportion of the night-time LAFmax 

noise levels are due to natural sounds such as birdsong rather than transportation noise.  

4.2.6 Importantly, this is not an assessment against the internal noise limits advised in the Building Regulations 

Approved Document O – Overheating (refer to Appendix A7), which are less onerous than BS 8233.  

External Daytime Noise Levels in Amenity Spaces 

4.2.7 Table 4-4 summarises the measured daytime LAeq,16hr at the measurement locations.  

Table 4-4: External Noise Levels  

Location External Amenity Areas 

LAeq,16hr 

LT1 52 

LT2 52 

4.2.8 The measured noise levels are marginally higher that the target external noise level of 50 dB LAeq,16hr, 

(Table 2-2) however, are within the upper guideline level of 55 dB LAeq,16hr with reference to BS 8233. 

With building massing and garden fencing, it is not unreasonable to assume that the target noise level 

of 50 dB LAeq,16hr will be achievable. However, it is important to note that natural sounds such as 

birdsong are a primary contributor to the noise climate across the Site during the daytime. 

Subjectively, road traffic and natural sounds tend to contribute equally to the noise climate.  
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5 Acoustic Design Statement 

5.1 Good Acoustic Design 

5.1.1 This Acoustic Design Statement is based upon the proposed Development as shown in Figure 1-2. 

Should any layout be brought forward for the Development with noise-sensitive buildings or receptors 

located closer to the assessed noise sources, new advice may be required.  

5.1.2 Building on the good acoustic design measures identified in Section 4.2, as the design of the 

Development progresses, opportunities for the following good acoustic design measures should be 

explored: 

• Maximising the distance between dwellings and sources of noise (i.e. the Community Centre); 

• Using the building massing to shield external amenity spaces and other buildings from sources of 

noise; and 

• Orienting non-habitable rooms towards sources of noise and orienting habitable rooms away 

from sources noise. 

5.2 Internal Noise Levels 

5.2.1 Based on the assessment in Section 4.2, residential dwellings achieve the target internal noise levels 

with standard double-glazed windows and non-acoustic background ventilators as described in 

Appendix A6.  

5.2.2 Additionally, when windows are open, the target internal noise levels are only exceeded by less than 

5 dB. Notably, the prevailing noise climate comprised a notable contribution from natural sounds such 

as birdsong as well as distant road traffic noise. Consequently, no specific acoustic mitigation is 

proposed for the building envelope design.  

5.2.3 The assessments of sports activity noise, Community Centre garden, and amplified music event noise 

do not change the conclusions of the internal noise assessment.  

5.3 External Noise Levels 

5.3.1 With reference to the assessment of external noise levels in amenity spaces (Section 4.2), specific 

noise mitigation is unlikely to be required for private amenity spaces. Notably, the measured noise 

levels are marginally higher than the target noise level of 50 dB LAeq,16hr but are within the target range 

(50-55 dB LAeq,16hr). The presence of building massing and garden fencing on the Site are likely to 

reduce noise levels further, to below the target. However, it is also noted that the noise climate 

comprised an appreciable level of natural sounds such as birdsong. 

5.3.2 The assessments of sports activity noise, Community Centre garden, and amplified music event noise 

do not change the conclusions of the external noise assessment. 
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6 Conclusions 

6.1.1 This report describes the potential impact of noise on the proposed residential development (the 

“Development”) at Land to the North of The Drove Way, Istead Rise, Gravesham (the “Site”). The 

assessment has been carried out by Noise Consultants (NCL), part of Logika Group. 

Existing Site and Proposed Development 

6.1.2 The existing Site comprises agricultural land and the proposed Development will comprise up to 100 

homes.  

Noise and Vibration Sources 

6.1.3 Distant road traffic noise from the A2 is the dominant noise source across the Site. There is also an 

appreciable contribution to the noise environment from natural sounds such as birdsong. Noise from 

a football match at Istead Rise Community Centre sports pitches was just audible at the Site. 

Occasional noise from residents’ gardens, dog walkers, high altitude aircraft and local road traffic on 

the Drove Way was also noted as well as the use of a tractor in neighbouring fields. 

Baseline Survey and Noise Modelling 

6.1.4 To quantify current levels of ambient noise on the Site, an unattended noise survey was conducted 

over a period of eight days supplemented by a one-hour short-term attended noise measurement. 

Transportation noise has not been modelled, however, a noise modelling exercise has been used to 

assess noise from the Istead Rise Community Centre in the absence of specific data for the activities 

considered.  

Initial Site Noise Risk Assessment 

6.1.5 The ProPG Stage 1 Site Suitability Assessment indicates that the Site is at low risk of adverse noise 

effects during the daytime and night-time. 

6.1.6 Sports activity noise, amplified music and noise from the Community Centre garden are considered 

to be negligible risk to the proposed Development. Notably, the assessments for these three sources 

of noise have been based upon a very worst-case.  

Noise Assessment 

6.1.7 Internal noise levels are achievable using standard glazing and non-acoustic background ventilator 

specifications across the Site during the daytime and night-time. When windows are open, the target 

internal noise levels are exceeded by less than 5 dB(A) which is considered to be reasonable in the 

context of ProPG and BS 8233.  

6.1.8 External noise levels are within the target design range across the Site but slightly exceed the lower 

target noise level of 50 dB LAeq,16hr. With building massing and garden fencing implemented on the 

Site, it is anticipated that road traffic noise levels will be sufficiently subdued to achieve the lower 

target noise level. However, it is noted that natural sounds (i.e. birdsong) were an appreciable 

contributor to the noise climate. 

Good Acoustic Design Considerations and Mitigation 

6.1.9 The Development will inherently be set back from the Community Centre by the existing woodland.  
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6.1.10 No specific acoustic mitigation has been identified however good acoustic design principles 

including the orientation of dwellings and internal layout of buildings should be considered as the 

detail of the Development is increased.  

Conclusions 

6.1.11 On the basis of this assessment, the Development is a low risk Site. Subject to the implementation of 

good acoustic design as set out in this document, the development is not considered to give rise to 

a significant adverse impact on health and quality of life in relation to noise, in accordance with 

paragraphs 187 and 198 of the NPPF.  

6.1.12 Furthermore, in relation to paragraph 200 of the NPPF (agent of change), the mitigation measures 

proposed will ensure that the new development can be integrated effectively with existing businesses 

and land uses without imposing unreasonable restrictions upon them. Notably, existing dwellings are 

located as close or closer to the existing Community Centre as the proposed Development. Therefore, 

whilst proposed developable areas are in proximity the Community Centre, the potential noise 

constraints will remain unchanged.  
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7 Appendices 
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A1 Glossary 

Term Definition 

dB Decibel. The logarithmically scaled measurement unit of sound. 

A-weighting Frequency weighting applied to measured sound in order to account for the 

relative loudness perceived by the human ear. 

Ambient Sound 

Level, LAeq,T 

A-weighted equivalent continuous sound level over a given time period. It is 

the sound level of a steady sound that has the same energy as a fluctuating 

sound over the same time period. 

Daytime is typically 07:00 – 23:00 and night-time is typically 23:00 – 07:00.  

Background 

Sound Level LA90,T 

The A-weighted sound level exceeded for 90% of the measurement period. 

Often referred to as the background sound level. 

Dn,e,w Standardised (normalized to a reference reverberation time of 0.5 s), 

weighted (single-number quantity representing a spectra of values), sound 

level difference between an external location and a receiving room. 

Façade Sound 

Level 

A sound level which is measured of calculated typically 1 m in front of a 

window, door, wall or other structure or reflective surface other than the 

ground which therefore includes reflections from the façade. 

Free-field Sound 

Level 

A sound level which is measured or calculated in the open without any 

reflections from nearby surfaces except the ground. Measurements are 

typically carried out at 1.2 m to 1.5 m above ground level and at least 3.5 m 

from other reflective surfaces such as buildings which is in accordance with 

British Standard 7445-2: 1991 Description and measurement of environmental 

noise - Part 2: Guide to the acquisition of data pertinent to land use. 

LAmax The A-weighted maximum recorded noise level during a measurement 

period. LAFmax noise levels are measured using a fast (F) measurement 

weighting (125 ms) and LASmax noise levels are measured using a slow (S) 

measurement weighting (1 s).  

Noise Sensitive 

Receptor, NSR 

Receptors which are particularly sensitive to noise. Examples include 

residential dwellings, hospitals, healthcare facilities, education facilities, 

community facilities, quiet areas designated under the European Noise 

Directive (END), international and national or statutorily designated sites, 

public rights of way and cultural heritage assets. 

Rw The weighted Sound Reduction Index which characterises the airborne 

sound insulation of a building element over a range of frequencies with a 

single number quantity. 

Sound Reduction 

Index Spectrum 

Adaptation Terms, 

C and Ctr 

Spectrum adaption terms that use a standard reference curve to determine 

the weighted value of airborne sound insulation. C and Ctr take into account 

different source spectra, where C considers the A-weighted pink noise 

spectrum and Ctr considers the A-weighted urban traffic noise spectrum. 
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A2 Baseline Survey Details 

A2.1 Overview 

A2.1.1 All noise measurements were conducted, where possible, in accordance with BS 7445-1:2003 

‘Description and measurement of environmental noise. Guide to quantities and procedures’ (BS 7445, 

2003).  

A2.2 Photographs of Noise Measurement Locations 

 

Figure A2-1: Noise Monitoring Location LT1 

Facing South-east Towards Istead Rise 

Community Centre 

 

Figure A2-2: Noise Monitoring Location LT2 

Facing North Towards the A2 
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Figure A2-3: Noise Monitoring Location ST1 

Facing South-east Towards the Pedestrian 

Footpath and The Drove Way 

 

Figure A2-4: Weather Monitoring Location 

WML1 Facing East 

A2.3 Survey Conditions 

A2.3.1 The weather conditions from 04 March to 11 March 2026 were generally cool and dry with 

temperatures between 2°C and 18°C, and wind speeds of less than 5 ms-1.  

A2.3.2 A weather station was located to the north of the Site, away from any existing buildings or wooded 

areas to ensure reliable windspeed and direction data was obtained. Figure A2-5 presents the 

weather conditions during the noise survey period. Erroneous noise data measured during periods of 

rain or average wind speeds exceeding 5 ms-1 have been excluded from the data analysis. 
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Figure A2-5: Weather Conditions During Noise Measurement Survey 

A2.3.3 There were no known atypical conditions on local roads (e.g. road works, temporary traffic lighting 

and traffic management) during the survey. Tractor movements have not been excluded from the 

data analysis.  

A2.4 Noise Monitoring Equipment 

A2.4.1 Details of the equipment used during the survey can be found in Table A2-1. 

Table A2-1: Measurement Equipment 

Equipment Make and Model Serial Number Date of Last 

Laboratory 

Calibration 

Sound Level Meter Rion NL-52 00687044 14/03/2024 

Sound Level Meter Rion NL-52 00909494 13/11/2025 

Sound Level Meter Rion NL-52 00687043 27/01/2026 

Acoustic Calibrator Rion NC-74 34235944 15/01/2026 

Weather Station Davis Vantage Vue - n/a 

A2.5 Daily Noise Data 

A2.5.1 The following tables present the individual daytime and night-time noise levels at each measurement 

location throughout the survey period.  
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Table A2-2: Daily Free-Field Noise Measurement Data for LT1 

Day Period LAeq,T (dB) LAFmax (10th 

Highest) 

(dB) 

LA90,5min 

(mean) 

(dB) 

LA90,5min 

(mode) 

(dB) 

Wednesday 

04 March 

2026 

Daytime (13:20 – 23:00) 51 - 47 47 

Night-time (23:00 – 07:00) 48 62 45 46 

Thursday 05 

March 2026 

Daytime (07:00 – 23:00) 48 - 43 41 

Night-time (23:00 – 07:00) 47 62 43 41 

Friday 06 

March 2026 

Daytime (07:00 – 23:00) 54 - 51 50 

Night-time (23:00 – 07:00) 49 62 47 46 

Saturday 07 

March 2026 

Daytime (07:00 – 23:00) 52 - 50 51 

Night-time (23:00 – 07:00) 45 59 42 40 

Sunday 08 

March 2026 

Daytime (07:00 – 23:00) 51 - 44 48 

Night-time (23:00 – 07:00) 41 61 30 29 

Monday 09 

March 2026 

Daytime (07:00 – 23:00) 48 - 4 38 

Night-time (23:00 – 07:00) 40 50 37 37 

Tuesday 10 

March 2026 

Daytime (07:00 – 23:00) 47 - 40 39 

Night-time (23:00 – 07:00) 49 63 45 49 

Wednesday 

11 March 

2026 

Daytime (07:00 – 12:18) 59 - 51 50 

-     

Whole 

Period 

Daytime (07:00 – 23:00) 52 - 45 51 

Night-time (23:00 – 07:00) 47 61 41 45 

Table A2-3: Daily Free-Field Noise Measurement Data for LT2 

Day Period LAeq,T (dB) LAFmax (10th 

Highest) 

(dB) 

LA90,5min 

(mean) 

(dB) 

LA90,5min 

(mode) 

(dB) 

Wednesday 

04 March 

2026 

Daytime (12:36 – 23:00) 50 - 46 47 

Night-time (23:00 – 07:00) 47 63 45 45 

Thursday 05 

March 2026 

Daytime (07:00 – 23:00) 48 - 44 43 

Night-time (23:00 – 07:00) 46 65 42 38 

Friday 06 

March 2026 

Daytime (07:00 – 23:00) 52 - 49 47 

Night-time (23:00 – 07:00) 48 64 45 44 

Saturday 07 

March 2026 

Daytime (07:00 – 23:00) 53 - 49 50 

Night-time (23:00 – 07:00) 44 61 41 44 
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Day Period LAeq,T (dB) LAFmax (10th 

Highest) 

(dB) 

LA90,5min 

(mean) 

(dB) 

LA90,5min 

(mode) 

(dB) 

Sunday 08 

March 2026 

Daytime (07:00 – 23:00) 52 - 44 48 

Night-time (23:00 – 07:00) 43 65 30 29 

Monday 09 

March 2026 

Daytime (07:00 – 23:00) 52 - 40 39 

Night-time (23:00 – 07:00) 38 49 36 34 

Tuesday 10 

March 2026 

Daytime (07:00 – 23:00) 46 - 40 40 

Night-time (23:00 – 07:00) 50 65 44 46 

Wednesday 

11 March 

2026 

Daytime (07:00 – 11:58) 52 - 47 48 

-     

Whole 

Period 

Daytime (07:00 – 23:00) 52 - 45 47 

Night-time (23:00 – 07:00) 46 63 40 45 

A2.6 Time-Level History Charts 

A2.6.1 Time-level history charts are provided in the following figures for each unattended noise measurement 

location.  
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Figure A2-6: Time History Chart for Noise Monitoring Location LT1 
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Figure A2-7: Time History Chart for Noise Monitoring Location LT2 
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A3 Modelling Assumptions 

A3.1 General Noise Model Inputs 

Table A3-1: General Noise Model Calculation Parameters and Input Data 

Modelling Parameter Input Parameter 

Calculation 

methodology 

ISO 9613-2:2024 Acoustics — Attenuation of sound during propagation 

outdoors Part 2: Engineering method for the prediction of sound 

pressure levels outdoors 

Topography Digital Terrain Map (DTM) Obtained from Environment Agency’s 

National LIDAR Programme12 published on the Defra Data Services 

Platform and available under Open Government Licence v3.0 

• 1.0m vertical intervals 

Mapping Geospatial data for the model was informed by publicly available 

mapping data, as well as the layout plans and drawings provided by 

the Client.  

 

Google Maps aerial imagery/map data © 2026 Google. 

OS Open Data © Crown copyright [and Database right] [2026]. 

Order of reflections 1 

Ground absorption, G 0.5 

Temperature / 

Humidity 

10 °C / 70% 

Adverse weather 

conditions 

Noise model default settings – downwind propagation to all receivers 

Heights of existing and 

proposed buildings 

Existing buildings – based on digital building height model calculated 

from DTM and Digital Surface Model (DSM)12 and on Site observations 

Sports Pitches Area sources covering extent of the pitch at 1.5 m above local ground 

level, calibrated to 58 dB LAeq,1hr at 10 m from the sideline halfway 

marking using a measured sports activity noise spectrum. 

Community Centre 

Garden 

Point sources at height of 1.0 m above local ground level for 15 tables 

visible in aerial imagery. Sound power level derived from measurements 

of pub garden.  

Amplified Music Emitting façade source with a height of 3.0 m representing building 

envelope break out of the Member’s bar (overlooking the garden 

area).  

A3.2 Sports Activity Noise 

A3.2.1 The sports activity noise spectrum was measured by NCL at a premier league football club training 

facility during training sessions for various player ages and normalised to 58 dB LAeq,1hr for calibration 

of a sports pitch activity noise (refer to Appendix A5.4). Notably, the training sessions did not include 

significant contribution from spectators.  

 
12 Available at https://environment.data.gov.uk/survey (Accessed April 2026). 

https://www.google.com/help/legalnotices_maps/
https://environment.data.gov.uk/survey
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A3.3 Community Centre Garden 

A3.3.1 Source noise levels, presented in Table A3-2, have been derived from measurements in a pub garden 

comprising approximately 50 patrons and sound pressure levels at 1m from a speaker speaking with 

a raised voice (~74 dB(A)). From aerial imagery, 15 tables have been identified in the garden area, 

therefore, the assessment assumes that one speaker on each table is speaking with a raised voice.  

Table A3-2: Sound Power Levels – Community Centre Garden 

Noise 

Source 

Octave Band Sound Power Level, dB Leq,T Broadband, 

dB LAeq,T 
125 250 500 1k 2k 4k 

1 patron, 

raised 

voice 

57 68 76 79 73 62 82 

A3.4 Amplified Music Event Noise 

A3.4.1 The main hall at the Community Centre appears to be located centrally in the building and accessed 

via other parts of the building, limiting sound transmission out of the building at ground floor level. 

However, the main hall is two storey in height, therefore, the first floor section of the building is likely to 

be the primary source for building envelope breakout sound from the main hall. Given the proximity 

of existing noise sensitive receptors to the Community Centre, it is assumed that sufficient sound 

insulation is provided by the first floor and roof constructions and that the high level windows typically 

remain closed limiting the transmission of sound through the first floor and roof construction. 

A3.4.2 The member’s bar is located in the north of the building with access onto the garden which is to the 

north of the building. Photographs of the member’s bar on the Istead Rise community website13 show 

that there is an enclosed pool and darts room which occupies the width of two of the large windows 

in the northern building façade, the door (centre of the façade) to the garden appears to include a 

lobby, and the remaining two large windows in the building façade are open into the main bar area. 

The website also advises that regular events are held in the member’s bar including live music and 

discos.  

A3.4.3 The assessment of event noise assumes a worst-case whereby all windows and doors in the north 

façade are open during an event in the member’s bar (assuming the presence of the pool and darts 

room and lobbied door does not provide any sound reduction from inside to outside). The open 

windows and doors are assumed to provide a sound reduction of 5 dB from inside to outside. A 

spectrum for mobile disco noise has been utilised in the calculation as shown in Table A3-3. 

Table A3-3: Event Noise Levels 

Noise 

Source 

Octave Band Indoor Reverberant Noise Level, dB Leq,T Broadband, 

dB LAeq,T 

63 125 250 500 1k 2k 4k  

Mobile 

Disco 

85 88 87 85 83 83 80 89 

 

 
13 https://www.ircatoday.com/ (Accessed April 2026). 

https://www.ircatoday.com/


Land to the North of The Drove Way, Istead Rise, Gravesham Noise Assessment 

16611A-20 33 21 May 2026 

A4 National Policy and Guidance 

A4.1 Noise Policy Statement for England (NPSE, 2010) 

A4.1.1 The Noise Policy Statement for England (NPSE, 2010) sets out the Government’s Noise Policy Vision to: 

“Promote good health and a good quality of life through the effective management of noise within 

the context of Government policy on sustainable development”. 

A4.1.2 The aims of the policy are “Through the effective management and control of environmental, 

neighbour and neighbourhood noise within the context of Government policy on sustainable 

development: 

• Avoid significant adverse impacts on health and quality of life  

• Mitigate and minimise adverse impacts on health and quality of life 

• Where possible, contribute to the improvement of health and quality of life.” 

A4.1.3 With respect to ‘significant adverse’ and ‘adverse’ impacts in line with the three aims of NPSE, the 

policy statement notes that “there are two established concepts from toxicology that are currently 

being applied to noise impacts, for example, by the World Health Organization. They are: 

• NOEL – No Observed Effect Level: This is the level below which no effect can be detected. In 

simple terms, below this level, there is no detectable effect on health and quality of life due to 

the noise 

• LOAEL – Lowest Observed Adverse Effect Level: This is the level above which adverse effects on 

health and quality of life can be detected.  

• Extending these concepts for the purpose of this NPSE leads to the concept of a significant 

observed negative effect level.  

• SOAEL – Significant Observed Adverse Effect Level. This is the level above which significant 

adverse effects on health and quality of life occur.”  

A4.1.4 In respect of observed effect levels, the policy recognises that: 

“It is not possible to have a single objective noise-based measure that defines SOAEL that is applicable 

to all sources of noise in all situations. Consequently, the SOAEL is likely to be different for different 

noise sources, for different receptors and at different times. It is acknowledged that further research 

is required to increase our understanding of what may constitute a significant adverse impact on 

health and quality of life from noise. However, not having specific SOAEL values in the NPSE provides 

the necessary policy flexibility until further evidence and suitable guidance is available”. 

A4.1.5 The document advises that “the first aim of the NPSE states that significant adverse effects on health 

and quality of life should be avoided while also taking into account the guiding principles of 

sustainable development”. Whilst not explicitly stated in NPSE this is taken to align with noise exposure 

above SOAEL. 

A4.1.6 The policy also states: 

“The second aim of the NPSE refers to the situation where the impact lies somewhere between LOAEL 

and SOAEL. It requires that all reasonable steps should be taken to mitigate and minimise negative 
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effects on health and quality of life while also taking into account the guiding principles of sustainable 

development (paragraph 1.8). This does not mean that such negative effects cannot occur.”   

A4.1.7 And finally, the third aim “seeks, where possible, to positively improve health and quality of life through 

the pro-active management of noise while also taking into account the guiding principles of 

sustainable development, recognising that there will be opportunities for such measures to be taken 

and that they will deliver potential benefits to society. The protection of quiet places and quiet times 

as well as the enhancement of the acoustic environment will assist with delivering this aim”. 

A4.2 National Planning Policy Framework (NPPF, 2025) 

A4.2.1 The National Planning Policy Framework (NPPF) sets out the Government's planning policies for 

England and how these should be applied. The Planning Practice Guidance (PPG) provides further 

context to the NPPF, and it is intended that the two documents should be read in conjunction. 

Planning Practice Guidance – Noise (PPG-N, 2019) is discussed in detail in Section A4.3. 

A4.2.2 NPPF provides policies to promote sustainable development and sets out that the purpose of the 

planning system is to contribute to the achievement of sustainable development. Sustainable 

development includes three dimensions: economic, social, and environmental, and thus, when 

planning decisions are made to increase capacity, the process requires weighing the relative 

balance of these three factors.  

A4.2.3 The NPPF provides a framework within which locally prepared plans for housing and other 

development can be produced. Planning law requires that applications for planning permission must 

be determined in accordance with the development plan, unless material considerations indicate 

otherwise. Planning policies and decisions must reflect and where appropriate promote relevant 

obligations and statutory requirements. 

A4.2.4 In relation to noise, it states: 

“187. Planning policies and decisions should contribute to and enhance the natural local environment 

by: …  

• preventing new and existing development from contributing to, being put at unacceptable risk 

from, or being adversely affected by, unacceptable levels of soil, air, water or noise pollution or 

land instability. Development should, wherever possible, help to improve local environmental 

conditions such as air and water quality, taking into account relevant information such as river 

basin management plans; and…”  

A4.2.5 The NPPF includes policy which makes reference to “significant adverse impacts on health and quality 

of life”, as per the NPSE. NPPF policy states: 

“198. Planning policies and decisions should also ensure that new development is appropriate for its 

location taking into account the likely effects (including cumulative effects) of pollution on health, 

living conditions and the natural environment, as well as the potential sensitivity of the site or the wider 

area to impacts that could arise from the development. In doing so they should:  

• mitigate and reduce to a minimum potential adverse impacts resulting from noise from new 

development – and avoid noise giving rise to significant adverse impacts on health and the 

quality of life; 

• identify and protect tranquil areas which have remained relatively undisturbed by noise and are 

prized for their recreational and amenity value for this reason; and…” 

A4.2.6 NPPF has also recently introduced the agent of change principle as follows: 
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“200. Planning policies and decisions should ensure that new development can be integrated 

effectively with existing businesses and community facilities (such as places of worship, pubs, music 

venues and sports clubs). Existing businesses and facilities should not have unreasonable restrictions 

placed on them as a result of development permitted after they were established. Where the 

operation of an existing business or community facility could have a significant adverse effect on new 

development (including changes of use) in its vicinity, the applicant (or ‘agent of change’) should 

be required to provide suitable mitigation before the development has been completed.” 

A4.3 Planning Practice Guidance – Noise (PPG-N, 2019) 

A4.3.1 The National Planning Practice Guidance (PPG), which supplements the NPPF, incorporates Planning 

Practice Guidance – Noise (PPG-N). PPG-N, most recently updated in 2019, advises how the planning 

system can manage potential noise impacts in new development and draws upon the principles 

advocated in the NPSE.  

A4.3.2 The document advises how the effects of noise can be described in terms of perception and 

outcomes aligned to increasing effect levels. In addition, the PPG-N introduces a fourth 

unacceptable adverse effect levels (UAEL), which is described as a level at which: 

“noise exposure would cause extensive and sustained adverse changes in behaviour and / or health 

without an ability to mitigate the effect of the noise. The impacts on health and quality of life are such 

that regardless of the benefits of the activity causing the noise, this situation should be avoided.” 

A4.3.3 Table A4-1 presents the noise exposure hierarchy described in PPG-N. 

A4.3.4 The Guidance advises that due to the subjective nature of noise, “that there is not a simple 

relationship between noise levels and the impact on those affected. This will depend on how various 

factors combine in any situation”.  
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Table A4-1: Planning Practice Guidance – Noise Exposure Hierarchy 

Perception Examples of Outcomes Increasing Effect 

Level 

Action 

No Observed Effect Level 

Not present No Effect No Observed 

Effect 

No specific 

measures required 

No Observed Adverse Effect Level 

Present and not 

intrusive 

Noise can be heard but does not 

cause any change in behaviour or 

attitude. Can slightly affect the 

acoustic character of the area but 

not such that there is a perceived 

change in the quality of life. 

No Observed 

Adverse Effect 

No specific 

measures required 

Lowest Observed Adverse Effect Level 

Present and 

intrusive 

Noise can be heard and causes 

small changes in behaviour and/or 

attitude, e.g. turning up volume of 

television; speaking more loudly; 

where there is no alternative 

ventilation, having to close windows 

for some of the time because of the 

noise. Potential for some reported 

sleep disturbance. Affects the 

acoustic character of the area such 

that there is a perceived change in 

the quality of life. 

Observed Adverse 

Effect 

Mitigate and 

reduce to a 

minimum 

Significant Observed Adverse Effect Level 

Present and 

disruptive 

The noise causes a material change 

in behaviour and/or attitude, e.g. 

avoiding certain activities during 

periods of intrusion; where there is no 

alternative ventilation, having to 

keep windows closed most of the 

time because of the noise. Potential 

for sleep disturbance resulting in 

difficulty in getting to sleep, 

premature awakening and difficulty 

in getting back to sleep. Quality of 

life diminished due to change in 

acoustic character of the area. 

Significant 

Observed Adverse 

Effect 

Avoid 

Present and 

very disruptive 

Extensive and regular changes in 

behaviour and/or an inability to 

mitigate effect of noise leading to 

psychological stress or physiological 

effects, e.g. regular sleep 

deprivation/awakening; loss of 

appetite, significant, medically 

definable harm, e.g. auditory and 

non-auditory 

Unacceptable 

Adverse Effect 

Prevent 
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A4.3.5 PPG-N also provides guidance in terms of what factors may influence whether noise could become 

a concern. To mitigate conflicts between new developments and existing businesses or facilities, the 

agent of change (typically the developer) is responsible for assessing and addressing potential 

nuisances that could affect future residents or users. These nuisances may include noise, dust, odours, 

vibration, and other environmental pollutants generated by existing businesses, community facilities, 

or industrial operations. The assessment should consider not only current activities but also those 

permitted under existing planning consents, even if they are not actively taking place at the time of 

the application. 

A4.3.6 The agent of change must propose and implement appropriate mitigation measures, which could 

include enhanced acoustic insulation, mechanical ventilation systems to allow windows to remain 

closed, reconfiguration of site layouts to create buffer zones, or other design interventions aimed at 

minimizing exposure to potential nuisances. 

A4.3.7 While such measures cannot entirely prevent complaints from new occupants, they can help ensure 

that the development achieves an acceptable standard of amenity in line with planning policy and 

reduces the risk of statutory nuisance claims.  

A4.3.8 Taking a proactive approach in identifying, mitigating, and communicating these risks will not only 

help secure planning approval but also foster long-term compatibility between new developments 

and established businesses or facilities. 

A4.3.9 PPG-N also provides guidance on how adverse effects of noise can be mitigated. Examples of 

mitigation provided include: 

• “engineering: reducing the noise generated at source and/or containing the noise generated; 

• layout: where possible, optimising the distance between the source and noise-sensitive receptors 

and/or incorporating good design to minimise noise transmission through the use of screening by 

natural or purpose built barriers, or other buildings; 

• using planning conditions/obligations to restrict activities allowed on the site at certain times 

and/or specifying permissible noise levels differentiating as appropriate between different times 

of day, such as evenings and late at night, and; 

• mitigating the impact on areas likely to be affected by noise including through noise insulation 

when the impact is on a building”. 

A4.3.10 In the case of new residential development, PPG-N also states that the impact of noise can be 

“partially off-set” if occupants have access to: 

• “a relatively quiet façade (containing windows to habitable rooms) as part of their dwelling, 

and/or; 

• a relatively quiet external amenity space for their sole use, (e.g. a garden or balcony). Although 

the existence of a garden or balcony is generally desirable, the intended benefits will be reduced 

with increasing noise exposure and could be such that significant adverse effects occur, and/or; 

• a relatively quiet, protected, nearby external amenity space for sole use by a limited group of 

residents as part of the amenity of their dwellings, and/or; 

• a relatively quiet, protected, external publicly accessible amenity space (e.g. a public park or a 

local green space designated because of its tranquillity) that is nearby (e.g. within 5 minutes 

walking distance)”. 
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A5 Assessment Guidance 

A5.1 Professional Practice Guidance (ProPG, 2017) on Planning & Noise – 

‘New Residential Development’ 

A5.1.1 ProPG is a joint publication by the Chartered Institute of Environmental Health (CIEH), the Association 

of Noise Consultants (ANC) and the Institute of Acoustics (IoA). 

A5.1.2 The primary goal of ProPG is “to assist the delivery of sustainable development by promoting good 

health and wellbeing through the effective management of noise”. 

A5.1.3 The guidance has been produced to assist practitioners in matters relating to noise and new 

residential development. It focuses on existing transportation noise sources and has been developed 

to consider the Government’s overarching noise policy, planning policy and policy guidance. It has 

also been developed to take into account other authoritative sources of guidance such as British 

Standard 8233:2014 Guidance on Sound Insulation and Noise Reduction for Buildings (BS 8233:2014). 

A5.1.4 The guidance provides advice for Local Planning Authorities (LPAs) and developers, and practitioners. 

ProPG aims to:   

• Advocate the full consideration of the acoustic environment from the earliest possible stage of 

the development control process;  

• Promote and encourage the process of good acoustic design in and around new residential 

developments;  

• Set out the considerations which should be taken into account in deciding planning applications 

for new noise-sensitive developments;  

• Promoting the use of appropriate noise exposure standards and policies in assessment; and  

• Provide assistance in the delivery of sustainable development. 

A5.1.5 ProPG advocates a two-stage assessment approach: 

• Stage 1 – an initial noise risk assessment of the proposed development site; and 

• Stage 2 – a systematic assessment considering four key elements. 

A5.1.6 ProPG is underpinned by the preparation and delivery of an Acoustic Design Statement (ADS). 

Stage 1 – Initial Risk Assessment 

A5.1.7 Stage 1 of ProPG provides guidance to practitioners as to whether the site poses a risk in terms of noise 

for any future site occupants. To identify this, ProPG sets out a number of considerations for inclusion 

within an ‘initial risk assessment’. Table A5-1 reproduces Figure 1 from ProPG, which describes the initial 

site risk assessment. 
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Table A5-1: ProPG Stage 1 Initial Site Risk Assessment 

Noise Risk Assessment Potential Effect 

Without Noise 

Mitigation 

Pre-Planning Application Advice 

 

Increasing risk of 

adverse effect 

High noise levels indicate that there is an 

increased risk that development may be 

refused on noise grounds. This risk may be 

reduced by following a good acoustic 

design process that is demonstrated in a 

detailed ADS. Applicants are strongly 

advised to seek expert advice. 

As noise levels increase, the site is likely to 

be less suitable from a noise perspective 

and any subsequent application may be 

refused unless a good acoustic design 

process is followed and is demonstrated in 

an ADS which confirms how the adverse 

impacts of noise will be mitigated and 

minimised, and which clearly demonstrate 

that a significant adverse noise impact will 

be avoided in the finished development. 

At low noise levels, the site is likely to be 

acceptable from a noise perspective 

provided that a good acoustic design 

process is followed and is demonstrated in 

an ADS which confirms how the adverse 

impacts of noise will be mitigated and 

minimised in the finished development. 

No adverse effect These noise levels indicate that the 

development site is likely to be acceptable 

from a noise perspective, and the 

application need not normally be delayed 

on noise grounds. 

Notes: 

a. Indicative noise levels should be assessed without inclusion of the acoustic effect of any 

scheme specific noise mitigation measures.  

b. Indicative noise levels are the combined free-field noise level from all sources of transport noise 

and may also include industrial/commercial noise where this is present but is “not dominant”.  

c. LAeq,16hr is for daytime 07:00 – 23:00, LAeq,8hr is for night-time 23:00 – 07:00.  

d. An indication that there may be more than 10 noise events at night (23:00 – 07:00) with 

LAmax,F > 60 dB means the site should not be regarded as negligible risk. 

A5.1.8 ProPG is clear that an Acoustic Design Statement should be included as part of a planning 

application where the risk is anything above ‘negligible’. 

Stage 2 – Full Assessment 

A5.1.9 Stage 2 of ProPG describes four elements required for a full assessment. These are:  

• Element 1 – demonstrating a “Good Acoustic Design Process” 
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• Element 2 – observing internal “Noise Level Guidelines” 

• Element 3 – undertaking an “External Amenity Area Noise Assessment”; and 

• Element 4 – the consideration of “Other Relevant Issues”. 

A5.1.10 A summary of the considerations required in each of the four elements is provided in Table A5-2. 

Table A5-2: ProPG Stage 2 – Summary of Four Key Elements 

Element Potential Effect Without Noise Mitigation 

Element 1 

Good Acoustic Design 

Process 

Considerations include: 

• Good acoustic design is not just compliance with recommended 

internal and external noise exposure standards. Good acoustic 

design should provide an integrated solution whereby the 

optimum acoustic outcome is achieved, without design 

compromises that will adversely affect living conditions and the 

quality of life of the inhabitants or other sustainable design 

objectives and requirements. 

• Using fixed unopenable glazing for sound insulation purposes is 

generally unsatisfactory and should be avoided. Any reliance 

upon building envelope insulation with closed windows should be 

justified in supporting documents.  

 

The Planning Application MUST: 

• Check the feasibility of relocating or reducing noise levels from 

relevant sources. 

• Consider options for planning the site or building layout. 

• Consider the orientation of proposed building(s). 

• Select construction types and methods for meeting building 

performance requirements. 

• Examine the effects of noise control measures on ventilation, fire 

regulation, health and safety, cost, CDM (construction, design and 

management) etc. 

• Assess the viability of alternative solutions. 

• Assess external amenity area noise. 

Element 2 

Internal Noise Level 

Guidelines 

Considerations include: 

• Reference to BS 8233:2014 ‘Guidance on Sound Insulation and 

Noise Reduction for Buildings’ for internal noise level guidelines. 

• Most residents value the ability to open windows at will, for a 

variety of reasons, and LPAs should therefore normally request that 

designers principally aim, through the use of good acoustic design, 

to achieve the internal noise level guidelines in noise-sensitive 

rooms with windows open. Where internal noise levels are assessed 

with windows closed the justification for this should be included in 

the ADS. 

 

In the case of sites exposed to industrial and/or commercial noise: 

• Where industrial and/or commercial noise is present on the site and 

is considered to be ‘dominant’ (i.e. where the impact would be 

rated as adverse or greater (subject to context)) then this is outside 

the scope of this ProPG and regard should be had to the guidance 

in BS 4142:2014. 

• In the special case where industrial and/or commercial noise is 

present on the site but is ‘not dominant’ (i.e. where the impact 

would be rated as lower than adverse (subject to context) if a BS 

4142:2014 assessment was to be carried out), its contribution may 

be included in the noise level used to establish the degree of risk in 
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Element Potential Effect Without Noise Mitigation 

Stage 1 and may also be included in the consideration of Stage 2 

Element 2 Internal Noise Level Guidelines (and if included, this 

should be clearly stated). 

Element 3 

External Amenity Area 

Noise Assessment 

The assessment must provide and demonstrate: 

• Full details of the external amenity area noise assessment should be 

included in an Acoustic Design Statement. 

• The term ‘assessment’ is deliberately used because this element 

concerns more than just the level of noise outside. 

• ProPG external amenity area noise assessment reflects and 

extends the advice contained in BS 8233:2014 and the current 

Government guidance in PPG-N. 

 

In the case of sites exposed to industrial and/or commercial noise: 

• Where external amenity areas are exposed to ‘dominant’ industrial 

and/or commercial noise, the impact of the noise should be 

assessed in accordance with BS 4142:2014 over the time period 

that the amenity area is likely to be used. In the special case where 

industrial and/or commercial noise is present on the site but is “not 

dominant”, its contribution may be included in the noise level used 

to establish the degree of risk in Stage 1 and may also be included 

in the consideration of Stage 2 Element 3 External Amenity Area 

Noise Assessment (and if included, this should be clearly stated). 

Element 4 

Assessment of Other 

Relevant Issues 

Consideration should be given to: 

• Compliance with relevant national and local policy: ie, NPSE, PPG-

N and The Environmental Noise Regulations. 

• Magnitude and extent of compliance with ProPG. 

• Likely occupants of the development. 

• Acoustic design vs unintended adverse consequences: Examples 

include sealed up balconies that result in a lack of connection with 

the external environment, roadside barriers that remove views or 

prevent crossing roads, sealed facades that affect personal 

control over the internal environment etc. Wherever possible, such 

unintended adverse consequences should be obviated by good 

acoustic design. 

• Acoustic design vs wider planning objectives. 

A5.1.11 Additionally, ProPG states that “once internal LAeq noise levels exceed the target levels by more than 

10 dB, they are highly likely to be regarded as ‘unacceptable’ by most people, particularly if such 

levels occur more than occasionally”. This principle has helped inform the derivation of UAEL values.  

Acoustic Design Statement (ADS) 

A5.1.12 ProPG requires that the Acoustic Design Statement (ADS) provides sufficient evidence that the ProPG 

Stage 1 and Stage 2 Elements 1 – 4 have been followed. It also advises that the ADS should be 

proportionate to the scale of the development and the degree of noise risk at the proposed 

development site. In this context, ProPG states that the level of detail to be provided within the ADS 

should increase with the increasing level of risk. 

Supporting Decision-Makers 

A5.1.13 ProPG also provides advice and support to decision-makers when taking into account noise and new 

residential development. These recommendations are aligned to the outcomes of Stage 1 and Stage 

2 of the assessment along with the considerations made within the Acoustic Design Statement. 

Section 3 of ProPG details the recommendations to decision-makers. 
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Sites Exposed to Industrial and/or Commercial Noise 

A5.1.14 In the case of sites exposed to industrial and/or commercial noise, ProPG states that if the industrial 

and/or commercial noise is present but not dominant, then its contribution may be included in the 

noise level used to establish the degree of risk. 

A5.1.15 If the industrial and/or commercial noise is considered to be dominant, then the risk assessment should 

not be applied to the industrial or commercial noise and instead the assessment should follow the 

methodology and guidance provided in BS 4142. 

A5.1.16 ProPG states that “[t]he judgement on whether or not to undertake a BS 4142:2014 assessment to 

determine dominance should be proportionate to the level of risk. In low-risk cases a subjective 

judgement of dominance, based on audibility, would normally be sufficient.” 

A5.2 British Standard 8233:2014 ‘Guidance on Sound Insulation and Noise 

Reduction for Buildings’  

A5.2.1 BS 8233:2014 provides guidance for the control of noise in and around buildings. It is applicable to the 

design of new buildings, or refurbished buildings undergoing a change of use.  

A5.2.2 BS 8233:2014 provides noise guidance for buildings of different uses, however in respect to dwellings 

and habitable residential spaces, Table 4 of BS 8233:2014 provides guideline values that it is desirable 

not to exceed during daytime and night-time periods. These guideline values are reproduced in  Table 

A5-3 and: 

• Apply to noise “without character” that excludes features such as “a distinguishable, discrete 

and continuous tone…irregular enough to attract attention, or has strong low-frequency content, 

in which case lower noise limits might be appropriate”; 

• Apply to overall noise levels (i.e. the sum of all noise); 

• Include normal diurnal fluctuations in external noise (shorter time periods may otherwise be used); 

• Do not have to be achieved in all circumstances (such as seasonal / occasional events); and, 

• Excludes noise from new mechanical ventilation equipment. 

Table A5-3: Indoor Ambient Noise Levels for Residential Dwellings 

Activity Location Daytime Guideline 

(07:00 – 23:00) 

Night-time Guideline 

(23:00 – 07:00) 

Resting Living Room 35 dB LAeq,16hr - 

Dining Dining Room / Area 40 dB LAeq,16hr - 

Sleeping (Daytime 

Resting) 

Bedroom 35 dB LAeq,16hr 30 dB LAeq,8hr 

Internal Noise  

A5.2.3 The internal noise requirements are not intended to be met with open windows, although BS 8223:2014 

states that the internal noise levels should take account of the proposed ventilation strategy. 

A5.2.4 BS 8233:2014 also notes that: “where development is considered necessary or desirable, despite 

external noise levels above WHO guidelines, the internal target levels may be relaxed by up to 5 dB 
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and reasonable internal conditions still achieved”. This sentence refers to the World Health 

Organization ‘Guidelines for Community Noise’ (WHO GCN, 1999). This statement is also reiterated in 

ProPG. 

A5.2.5 BS 8233:2014 does not provide specific guidance on noise levels for regular individual noise events, 

such as passing trains, which can cause sleep disturbance. Guidance on suitable noise levels for 

individual events is provided in ProPG, which states: 

“In most circumstances in noise-sensitive rooms at night (e.g. bedrooms) good acoustic design can 

be used so that individual noise events do not normally exceed 45 dB LAmax,F more than 10 times a 

night. However, where it is not reasonably practicable to achieve this guideline then the judgement 

of acceptability will depend not only on the maximum noise levels but also on factors such as source, 

number, distribution, predictability and regularity of noise events.” 

A5.2.6 On this basis, it is considered appropriate to adopt the 10th highest LAmax,F noise event occurring in the 

night time period for the purposes of the assessment. 

External Amenity  

A5.2.7 With respect to external amenity spaces, BS 8233:2014 states that “it is desirable that the external noise 

level does not exceed 50 dB LAeq,T, with an upper guideline value of 55 dB LAeq,T which would be 

acceptable in noisier environments”. 

A5.2.8 BS 8233:2014 also states that it will not always be possible to achieve these guideline values for all 

circumstances where development may be desirable, and that development in higher noise areas, 

such as urban areas adjoining the strategic transport network or city centres, may warrant a 

compromise between elevated noise levels and other factors (for example the convenience of living 

in these locations). In these situations, BS 8233:2014 states that “development should be designed to 

achieve the lowest practicable levels in these external amenity spaces, but should not be prohibited”. 

This approach is also advocated in PPG-N. 

A5.3 Building Regulations Approved Document F – Ventilation 

A5.3.1 The Building Regulations Approved Document F – Ventilation (ADF) sets out requirements for 

adequate means of ventilation in buildings to maintain indoor air quality. Ventilation for dwellings 

(ADF Requirement F1: Means of Ventilation) can be separated into three categories: 

• Extract Ventilation – the extraction of water vapour and indoor air pollutants from areas where 

they are produced in significant quantities (e.g. kitchens, utility rooms and bathrooms) 

• Whole Dwelling Ventilation – the provision of a minimum level of outdoor air for occupants’ health 

• Purge Ventilation – for the rapid dilution of indoor air pollutants and dispersal of water vapour, 

when necessary, in habitable rooms (bedrooms and living rooms). 

A5.4 Sport England Artificial Grass Pitch (AGP) Acoustics – Planning 

Implications 

A5.4.1 The AGP guidance provides good acoustic design advice for new sports pitches in England. It 

identifies that “the most significant noise source from AGP sports sessions is voice” with the exception 

of hockey where impact noise from balls hitting goal backboards and perimeter strike boards were 

more noticeable.  
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A5.4.2 A typical free-field noise level at 10 m from the sideline halfway marking is 58 dB LAeq,1hr is provided, 

determined from a series of noise measurements. This can be used to calibrate a noise model of sports 

pitches.  

A5.4.3 The AGP guidance recommends an upper noise limit of 50 dB LAeq,1hr external to residential properties 

and within external living areas. This is derived from the World Health Organization Guidelines for 

Community Noise (WHO GCN, 1999). However, it is also acknowledged that “it is not necessarily the 

case that where these levels are exceeded, the noise will adversely affect nearby residential 

properties”. 

A5.4.4 Additionally, where existing ambient noise levels are elevated, or the proposals reflect a change to 

an existing sports pitch, a change in noise level assessment is appropriate. A ‘slight’ impact (indicated 

by a change in noise level of less than 3 dB) is considered to be the minimum perceptible under 

normal conditions.  

A5.5 Noise Act Research 

A5.5.1 NANR 163 - Noise from Pubs and Clubs Phase II (2006) was conducted by Capita Symonds and BRE 

on behalf of Defra to inform revisions to the Noise Act 1996. 

A5.5.2 The key findings were: 

• The majority of the members of the public reported the ability to tolerate a modest degree of 

intrusive audible entertainment noise in their home late at night for a “one-off” occurrence (i.e. 

occurring at intervals of less than six months), and that the onset of audibility of the entertainment 

noise did not equate to a threshold of acceptability for intrusive entertainment noise; 

• The majority of Environmental Health Practitioners (EHPs) also reported that a modest degree of 

intrusive entertainment noise from a “one-off” occurrence was acceptable, and that the onset 

of audibility of the entertainment noise did not equate to a threshold of acceptability for intrusive 

entertainment noise in such circumstances; 

• EHPs also reported that a lesser degree of intrusive entertainment noise was acceptable for more 

regular occurrences (i.e. once a week), and that for either scenario the onset of audibility of the 

entertainment noise did not equate to a threshold for enforcement action for intrusive 

entertainment noise in such circumstances; and 

• The noise metric that provided the best overall prediction of subjective ratings of all the 

entertainment noise types tested by ordinary members of the public was the Absolute LAeq. 

A5.5.3 Table A5-4 presents an informative extract from the research in terms of the levels of entertainment 

noise which were considered acceptable or otherwise, based upon 30 subjects.  

Table A5-4: Semantic Descriptor and Associated Value of Acceptability 

Semantic Descriptor Score Absolute LAeq,5min 

Clearly acceptable 1 17.0 

 2 20.4 

 3 23.8  

 4 27.2 

Just acceptable 5 30.6 
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Semantic Descriptor Score Absolute LAeq,5min 

Just unacceptable 6 34.0 

 7 37.4 

 8 40.8 

 9 44.2 

Clearly unacceptable 10 47.5 
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A6 Assessment Assumptions 

A6.1 Internal Spaces 

A6.1.1 For the purposes of the outline noise assessment, internal habitable rooms are assumed to have the 

following dimensions and glazed areas: 

• Living Rooms: floor area 12m2, ceiling height 2.4 m, glazed area 3.8 m2 

• Bedrooms: floor area 9m2, ceiling height 2.4 m, glazed area 1.5 m2 

A6.2 Standard Building Envelope Sound Insulation Specifications 

Walls and Windows 

A6.2.1 It is assumed that the external walls are of a standard brick and block cavity wall construction. Sound 

reduction indices for example constructions have been obtained from BS 8233:2014. Standard 

thermal double glazing is assumed based on a generic product specification of 6 mm glass / 12 mm 

air gap / 6 mm glass. Table A6-1 summarises the sound insulation performance specifications for 

external walls and windows.  

Table A6-1: Standard Building Envelope Sound Insulation Performance – Walls and Windows  

Element Sound Reduction Index (SRI) at Octave Centre Band 

Frequency (Hz) 

Rw  

(C; Ctr) 

63 125 250 500 1k 2k 4k 8k 

Brick and Block 

External Wall14 

34 40 44 45 51 56 56 59 51 (-1; -4) 

Double Glazing 

(6/12/6)15 

18 20 19 29 38 36 44 44 32 (-2; -5) 

Background Ventilation 

A6.2.2 For the purposes of an outline noise assessment based on a standard building envelope sound 

insulation specification, it has been assumed that whole dwelling ventilation provision in habitable 

rooms (living rooms and bedrooms) would achieve the sound insulation performance specification 

advised in Table A6-2 for a background ventilator. This performance is broadly commensurate with 

an equivalent area of 8,000 mm2. 

A6.2.3 The acoustic performance of most background ventilation products will be specified in terms of a 

single ventilator. Where a room requires more than one ventilator, this will need to be compensated 

for by adopting a commensurately higher performance for individual units. For example, if a room 

required two or three ventilators, this would require an improvement in performance of 3 or 5dB 

respectively per unit.  

 
14 BS 8233:2014 Annex G More Rigorous Calculation. 
15 Based on Pilkington Insulight 6/12/6. 
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Table A6-2: Standard Building Envelope Sound Insulation Performance – Small Elements 

Element Level Difference (Dn,e) at Octave Band Centre Frequency (Hz) Dn,e,w  

(C; Ctr) 
63 125 250 500 1k 2k 4k 8k 

Standard 

8,000 mm2 

non-acoustic 

background 

ventilator 

31 31 31 31 31 31 31 31 32 (-1; -1) 
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A7 Acoustics and Overheating 

A7.1 Building Regulations Approved Document O – Overheating 

A7.1.1 The Building Regulations Approved Document O – Overheating (ADO) came into force in June 2022 

and sets out requirements for the control of overheating. ADO sets out two assessment 

methodologies: the Simplified Method and Dynamic Thermal Modelling. The Simplified Method 

identifies minimum window opening requirements and maximum glazed area requirements based on 

floor area. Dynamic thermal modelling (DTM) offers an alternative method of demonstrating 

compliance and provides more flexibility in addressing constraints to the overheating mitigation 

strategy from, for example, noise, air quality, safety and security.  

A7.1.2 ADO intimates that windows are assumed to be closed where the internal noise levels in bedrooms 

at night-time will exceed: 

• 40 dB LAeq,8hr (2300 hrs to 0700 hrs); and 

• 55 dB LAFmax more than 10 times a night (between 2300 hrs and 0700 hrs). 

A7.1.3 These constraints are also assumed to apply equally to alternative methods of ventilation (i.e. acoustic 

louvres).  

A7.1.4 The Association of Noise Consultants Approved Document O Noise Guide (ADO Noise Guide) 

provides a method to demonstrate compliance to the Building Control Body of the noise constraints 

in ADO. It provides clarity for both practitioners and regulators so that assessments can be carried out 

consistently and the outcome is repeatable and reliable.  

A7.2 Simplified Method 

A7.2.1 Assuming the use of the Simplified Method, ADO defines the minimum equivalent areas for high16 and 

moderate17 risk locations as 13% and 4% of the floor area of the bedrooms, respectively. The ADO 

Noise Guide estimates the resultant level differences from outside to inside as 5 dB for high risk 

locations and 10 dB for moderate risk locations.  

A7.2.2 Notably, these equivalent areas are based on large openings. For comparison, the equivalent area 

for a partially open window is typically assumed to provide approximately 13 dB sound level 

difference from outside to inside18. This equates to an equivalent area of 2% of the floor area of the 

associated bedroom.  

A7.2.3 Consequently, the external noise levels above which the ADO Simplified Method cannot be used are 

summarised in Table A7-1.  

 

 

 
16 Urban and some suburban parts of London and some parts of central Manchester. Detailed in 

Appendix C of ADO.  
17 All other parts of England.  
18 Waters-Fuller, T., Lurcock, D., Mackenzie, R. & MacKenzie, R. (2007). NANR 116: ‘Open/Closed 

Window Research’ Sound Insulation Through Ventilated Domestic Windows. 
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Table A7-1: External Noise Level Above Which the Simplified Method Cannot be Used 

Parameter High Risk Areas Moderate Risk Areas 

LAeq,8hr 45 dB 50 dB 

LAFmax (more than ten times a 

night-time) 

60 dB 65 dB 

A7.3 Dynamic Thermal Modelling 

A7.3.1 Importantly, a DTM approach could show that ADO overheating criteria can be met with significantly 

smaller equivalent areas than the Simplified Method resulting in a commensurate reduction in terms 

of noise constraints. The DTM approach also enables consideration of alternatives to open windows 

such as ventilation louvres with any required acoustic properties. 

A7.3.2 The ADO Noise Guide sets out a methodology for calculating the required equivalent area based on 

the level difference needed to reduce the internal noise levels to meet the ADO noise criteria, once 

room dimensions are known. These equivalent areas can be provided to the Overheating Consultant 

to feed into the DTM exercise. 

A7.3.3 As noted in Section A7.2, a partially open window is typically assumed to provide approximately 13 

dB sound level difference from outside to inside. As an initial guide, the threshold levels (SOAEL) 

between the low and medium risk categories in the ProPG Stage 1 site risk assessment (Table 2-1) are 

13 dB higher than the ADO noise constraints. Importantly, the sound level difference achieved will 

vary significantly from 13 dB depending on the equivalent area required to support the DTM exercise.  

A7.4 Summary 

A7.4.1 The Site is assumed to be in a moderate risk area. With reference to Table A7-1, the measured noise 

levels (Table 3-2) are lower than the external noise levels above which the simplified method cannot 

be used in a moderate risk area.  

A7.4.2 Based on the level difference from outside to inside required to achieve the ADO noise limits (8 dB(A)), 

the equivalent area of open windows should not exceed 6% of the floor area (assuming a ceiling 

height of 2.5 m).  
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