NOTE: PLEASE REFER TO ACOUSTIC REPORT FOR DETAILS
REGARDING INTERNAL WALLS AND FLOORS

Note: Please refer to the typical wall details
for the alternative wall types to be used.

FINISHES NOTE: All finishes to be approved
by CA prior to ordering - Contractor to allow for
all manufacturer's recommended installation
accessories/adhesives/fixings etc.

NOTE: M+E INFORMATION SHOWN IS
INDICATIVE. CONTRACTOR RE FOR DESIGN
OF FULLY CO-ORDINATED SERVICES

NOTE: M+E INFORMATION SHOWN IS
INDICATIVE. CONTRACTOR RE FOR DESIGN
OF FULLY CO-ORDINATED SERVICES

NOTE:STRUCTURAL INFORMATION SHOWN
IS INDICATIVE. REFER TO SE DRAWINGS
FOR FURTHER INFORMATION

448

P702 Acoustic Floor Build-up Detail

50mm MINERAL WOOL
METAL FRAME CEILING

2x 12.5mm SOUND BLOC PLASTERBOARD

2 LAYERS OF PAINT+SKIM

1:25 @ A1, 1:50 @ A3

50mm TIMBER BATTENS

HANGERS (NON ACOUSTIC)

1.25

2.5m

NOTE:

Architectural Information - the level of detail shown on the
drawings is relative to the submission of a PLANNING
APPLICATION.

The drawings should therefore not be used for any other
purpose without both the prior the agreement of the
architect, and subsequent checking / development by
others

Dimensions and setting out - should be checked on site;
see above

Structure & Construction — these drawings, unless
expressly noted otherwise, have not been fully
coordinated with a Structural Engineer's input and show
indicative construction build-up only

Building Control - the client / the contractor will liaise
directly with Local Authority to ensure the project is
completed in accordance with the Building Regulations

Planning - the client/ the contractor will ensure that the
project is completed in accordance with the approved
Planning drawings and take responsibility for the
discharge of any planning conditions

Party Walls & Rights to Light ~ the client/ the contractor
will ensure that any notices and consents required are
obtained before work commences

I | Restricted /
Easement approvals - the client will ensure that any
notices and consents required are obtained before work
commences

Archaeological & Ecological - the client/ the contractor will
ensure that any notices and consents required are
obtained before work commences

NOTE:

Glazing Allowances will need to be negotiated with
Building Control as per Approved Document L1B
Conservation of Fuel and Power

Areas provided on drawings are rounded to the nearest
whole unit. Measurements are based upon received
survey information and as such a reasonable allowance
should be made for discrepancies or deviations that may
occur during construction.
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