
EXTRACTION SYSTEM MECHANICAL SPECIFICATION 

Exhaust Air Purification System with Motor - 5400m³/h 
- with Pre-Filter, Bag Filter & Activated Carbon Filter 
Power 1,50 kW
Voltage 400V
Phases 3N/PE
Frequency 50 Hz
Amperage 3,20 A

Speed regulation Frequency converter
Number of activated carbon filters 14 Piece
Number of prefilters 2 Piece
Number of bag filters 1
Air turnover per hour 5.400 m³
Degree of separation 70%
Transient air temperature 50 °C
Ambient temperature -20 °C to 40 °C

Electrostatic Precipitator ESP 4500E x2 

Electrical Supply 220/240V 50Hz 

Power Consumption 40 Watts 

Max Air Volume up to 2.1m³/sec 

Dimensions: 

W 1350mm 

H 630mm 

D 640mm 

Weight 118Kg 
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Brushed finish stainless steel extraction canopy – 
5000mmx1200mmx500mm 

Galvanized steel 500mm spiral 
ducting 

 

Galvanized steel 500mm high velocity jet 
cowl x1 
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Galvanized steel 90-degree bend 
500mmm x2 

Anti vibration mounts - HVAC provides 
anti-vibration support for all equipment 
on flat roofs. 

Split Ring 
Bracket 

Cantilever Support 
Arm 




