
                

  

  

back edge of kerb

house frontage to no 118 Dene Holm Road

black tarmacadam footpath

fall fall 

form steps and landing in concrete blocks

120 and 118 Dene Holm Road

boundary between nos 

water meter access cover
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AND ELEVATION
PROPOSED FRONTAGE PLAN

CREATION OF VEHICULAR

GRAVESEND KENT DA11 8LQ
AT 118 DENE HOLM ROAD

JAN 2026

ACCESS AND HARDSTANDING

50

DH/050 1 2 3 4 5 metres

D E N E    H O L M   R O A D

118 and 116 Dene Holm Road

boundary between nos 

soft landscaping border to boundary

block finish frontage

herringbone concrete 

with Kent Highways)

kerb (crossover shown red hatched and separate application 

form access off Dene Holm Road via crossover with dropped

to aco slot drain 

concrete block finish falling

on BRE 365 method).

volume of soakaway to be 0.75 cubic metres (calculated 

lined with geotextile material to prevent soil infiltration, min free

diametre pipe within the frontage. Sides of soakaway to be 

driveway frontage to connect to new soakaway via 100 mm 

Propriertary 150 mm wide Aco drain to extend full width of 

Surface water drainage;

retain pierretain pier

Sandys, Lisa
Dimension Line
5 m 


