soil vent pipe to dischorge 900mm obove — ||

the odjacent opening windows

3000 X 1500 mm roof lontern

114 mm upvc holf square upvc

quttering downpipe & white upvc I
soffite & fascio

1 AW

32 degree (approx) Rediond 49 concrete liled roof to
match existing on main roof

114 mm upvc half squore upvc
qultering downpipe & white upvc

7 A soffite & foscio
¥ N\
N
N\
N A
N [ N
y N
]
| focing brickwork to malch exisling
—— 100 mm fully filled cavity wallond

blockwork plastered inner skin
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facing brickwork to match existing
100 mm fully filled cavity wallond
blockwork plostered inner skin

connect 110 toilets & 50 mm sink, shower & woste pipes to
new 110 soil vent pipe ond connect new 110 soildroin lo new
manhole provide access al all changes in direction of pipe run

5 metres
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\ \ remove door brick and 3000 I
500 4000 block up & make good

B.First floor extension removed. 09/11/21
REVISION DATE

ARCHITECT
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11 JOYDENS WOOD ROAD BEXLEY
KENTDA52HS  Tel 07905 130591

ta140256@googlemail.com

PROPOSED DOUBLE STOREY
FRONT & REAR EXTENSIONS AT
23 FROBISHER WAY
GRAVESEND KENT DA12 4QY

PROPOSED SIDE ELEVATION
FACING No 21 FROBISHER WAY
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