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Existing Structure Scale 11100 @
Existing structure including foundations, beams, walls an lintels carryl%agemev'v and altered loads to
N be exposed and checked for adequacy prior to commencement of the work and as required by the
Building Control Officer. Party wall agreement 1s to be adhered to at all times.

Certification required on completion.

Air extraction-Water calculation BS 190 | 4046-EPC-Electrical

Party walls BS767 | -Installed fire doors-Fire and smoke alarms-Heating
To have | hour fire resistant, with existing wall assessed and additional fire line board added to installation.

achieve a | hour fire resistance if necessary and to BC approval.

37m2 Safety glass

All glazing below 800mm to be in toughened or

Internal stud walls laminated glass.

To be bullt off a 1 00x50mm sole and head plate, with | OOx50mm vertical studs built at
400mm centers, 600mm horizontal noggins between studs, with joists double under when built tety glas] __’/’\
parallel to joists. | OOmm mineral wool insulation quilt between studs with | 2.5mm plaster

board and skim finish. All proposed walls onto a protected escape route are to have | Smm fire - NFire ext
line board with | 2.5mm plasterboard and skim finish to achieve a | hour fire protection, with Final eiit doors should be

water resistant plaster board used in all wet areas. All proposed stud walls separating between non key openable
Proposed timber stud wall with | layer
flat and common area are to achieve 43db. of 12.5mm plaster board and skim finish
Existing light to both sides. Existing
well above | e | X
Wall linings
Room All wall inings to conform with BS EN 15102 and to achieve classification of C-53,d2 all to i ~ e
comply with Part B2 bullding regs. W,
EL
Office
Existing stairwell r
. Existing stairwell 1s to achieve a | hour fire resistance. Existing walls to be assessed and u
‘\— \ upgraded If necessary with additional layer of plaster board or fire line board. All doors % ~ e
(e}
|t ot | E't leading onto the stairwell or egress route, to be FD30s fire doors. Fire exit signs are to ks Fntrance W, Existing Rev O- Ducting note added. | 6 March 2023
. XISTI @ I@ -
Existing door opening to be blocked up withey Lwell 2bove be placed on or above all exit doors and in accordance with BS 150 3864-1 ¢ BS " hall % Rev N- BR amended notes. 27 February 2023
timber studs and plasterboard and skim finish. | | a Rev M- AOV roof light added. 26 July 2022
| \ 5499-4. A hand rall 1s to be maintained in the stairwell. B Rev L- Roof vent removed. 30 June 2022
\ | L Rev K- Bullding reg amendments. 27 June 2022
L ——4 N FL Rev J- Bullding reg notes added. G Apnil 2022
50m2 Proposed staircase ‘ B‘ Rev |- Smoke and heat detectors added. | 6 February 2022
Rev H- B d. 4 February 2022
To be constructed in timber with 1/2 hour fire protection,220 maximum rise, with Office ) ‘ B o ded 51;52:5 i
220minum going, with a maximum pitch of 42°. All winders to have a minimum tread % = Rev F- Extraction vents amended. 9 January 2022
of 50mm, with going to be no more the maximum going at the centre, with a minimum | Rev B Dtraction vents added to roof. / December 2021
| Rev D- Basement staircase amended. 3 December 202 |
50mm. Landing depth to be no less than stair width, with a 2000mm minimum -~ \ Rev C- Amended notation. |8 March 202 |
‘ Rev B- Additional information. I 6 March 202 |
headroom above pitch line, hand rails to be 900mm above pitch line. Hand rails to | ~ 3 Ry A Bvos Stors e, o March 202
L nical ventilation be provided on at least one side of stairs and continuous around stairwell on landing. J —
‘ Nosing with | 6-25mm overlap, all to comply with KI and to bullding control %
Existing) celling to have a layer of Envirograph lafi ovg approval. Walls to staircase to achieve REIGO above 5m above ground level and
existing celfing from above in accordance with manufacturgs REIZO below Office g
give | hours fire resistance, ground flogr flopr ’ egeption A
o o v el Ongral stars rom the aserert o be | ner
P ranlspand 5]9de|65 ’Eo be COHEtI"LCth studs at 400mm centers and to achieve REIGO/ 6O
Air extraction /inlet point Sound reverberation reduction to common areas to match existing and to comply with minutes fire resistance and to be a compartment%l wall ol i o |
separating the common area from the flat | B inal exit dc anning & Property Consultants Ltd
At the landing areas shown in yellow hatch, provide suspended celling pannels of bullding regulations. 3954 Suite 6 Laser Quay
Gyproc Gyptone Quarttro 41 celling boards equal to 50% of the common area non key ope e cly Esae

Rochester
Kent ME2 4HU

(&m2). This 1s based on Approved Document E Section 7 Paragraph 7.1 1,

Fire exit
adopting method A as the calculation, using a class C absorption material.

Flat/basement

|
‘Esttmg hqh‘t

Client
Sﬁf entrancé,,

3 pell above | Sound insulation and testing S Rana & A Asghar

m-r \ \ A sound test I1s to be carried out prior to work commencing with a Irefext

“‘“ﬁiﬁ% \L _‘\ designed floor and wall system to achieve 43db airborne and 64db Existing fire escape to be N Address

-‘- - impact to floors. A test on completion I1s to be undertake with the assessed for suitability . EL [\_

‘ll results sent to building control. and remain as a for of Tolet | \\
ollet \ 6 Berkley Crescent Gravesend Kent

 ’ fire €scape VA \__/ | and 48 Harmer Street Gravesend Kent
_ Floors/ceilings L
I \

ew timber staircase to first floor and to basement

OExtract air valve To have | hour fire resistant, with existing floor to be assessed and

additional fire line board added to achieve a | hour fire resistance and

Internal Lighting
Install low energy light fittings that only take lamps having luminous efficiency

OSU v air valve to BC approval. Alternatively Envirograf under floor fire barrier can be Fire exit signage
pPPY greater than 45 lumens per circuit watt and a total output greater than 400 lamp proposed, fitted between existing floor joists and on top of the Existing drain inspectio 5 to be place above exit doors along with all fire escape routes to BS Drawing tite
lumens. Not less than three energy efficient light fittings per four of all the light existing celling to give 60 minute fire resistance to the floor and chamber. invert 68&2mm © 495 and te buldna controls avpreyal
Hb)Heat detector fittings in the main dwelling spaces to comply with Part L. of the current Building structure of the floor. 9 PP '

Regulations.

sD) Smoke detector Proposed basement and first floor plans

Penetration through compartment floors Hush accoustic wall linings

Intrumescent and accoustic pipe collars are to be hitted to all pipe's Lining to upgrade existing walls to be | 5mm fire line board to be installed over the

and ducting penetrating ceilings and floors to BS476: Part 20: Hujht:]wu::‘ Pjr‘@" 6”:”'“@ lthit 35” Jtilrlfs af cho bbe ?6256’; Ufl)‘llnth;Sh ‘5O|at|'0”ttlaf6

. and the Hush acoustic sealant. Both boards to be fixed to Hush deep resilient bars.

Ba 56ﬂ’l€l’lt FIOOP Pla q :jledTngTioiirth:;lej;.C%Idivgcllz \;\/:]’;h fﬁr;aorgabc;;;/eei?leot;;:::oaonnlt;e GI”OUI’]d F|OOI” Pla % Hush slab 25 sound absorber to be fitted between the Hush bars. Hush bar deep o
Scale |:50 to achieve GO minutes fire resistance. Scale |:50 resilient bars fixed horizontally at 450mm centres to the wall. All bullt in accordance 1:50/1:100 at A1
0 05 1 2 3 4 5 6 7 8 9 10 with manufactires detaills and to building control approval. A sound test to be Date o Drawn by
| i ‘ ‘ | ‘ | ‘ ‘ ‘ | carried out prior to occupation with results given to bullding control. ept 2020
| [ J I ] I ] I ] I ] | Drawing No

20/297/03 O
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