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Existing - Trees with Root Protection Areas
Existing mature trees to be retained and
protected on site in accordance with
BS 5837:2012 - 'Trees in Relation to Design,
Demolition and Construction -
Recommendations'. (Refer to Arboricultural
Reports prepared by Phlorum)

Proposed - Native Trees

Proposed - Planting Areas

Existing - Vegetation
Existing vegetation to be retained where
possible and enhanced.

Proposed - Hedgerow

Proposed - Wildflower Areas

Proposed - Car Park Surface

Proposed - Terrace Areas

Proposed - Fence
F1 - Timber fence with vertical slats to match
existing boundary. 1.8 m height.
F2 - Metal railing. 1.1 m height horizontal
railing to prevent falling.
F3 - Timber knee rail fence. 500 mm height.

Proposed - Footpath Surface

Existing - Trees to be Removed
Refer to Arboricultural Report for further details.

Proposed - Amenity Lawn

Proposed - Conifer Tree
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Proposed Planting Areas
Flowering evergreen planting to the site
entrance to provide year round interest,
enhanced biodiversity and softening to

the hard landscape areas

Proposed Feature Conifer Tree
To replace existing Christmas tree

Proposed Retaining Wall and Railing
Low retaining wall with horizontal railing

on top to prevent falling.

Proposed Access Path
Direct access to garden areas. With handrail to one
side. Turfed slopes to the sides and low retaining walls
to tie in with existing ground levels

Existing boundary fence to be removed

Proposed vehicular gate to the ambulance entrance

Existing grass and
feature trees/shrubs
to be retained

Proposed feature paving
with sensory planting to

enhance views and
provide seasonal interest.

Proposed path along
new building wing

Existing roundabout. Tree to be retained, with
proposed flowering groundcover planting

Existing boundary trees to be retained

Existing boundary trees to be retained

Proposed Cycle Shelter
6 No. cycle spaces in total

Proposed Herb Garden
Raised beds to provide
accessible garden feature

Existing Boundary Fence
1.8 m high timber closeboard fence recently installed

Proposed evergreen
flowering shrub planting to

soften the hard surfaces

Existing arch to
be relocated here

Proposed perimeter planting -
wildflowers and bulb planting with
native trees

Sensory planting Herb garden in raised beds

Existing boundary fence removed and new
fence to be built to extended site boundary

Existing portacabin
to be retained

Proposed Stores
Refer to Architects details

Proposed Smoking Shelter

Proposed Ornamental Planting
Trees and groundcover planting
to garden entrance

Existing trees and planting beds to be retained where possible

Proposed Building Extension

Silver birch trees with bulbs and wildflowersPlanting to provide seasonal interest

Precedent Images

Existing Access Path
To be demolished and returfed

Proposed gate to
maintenance path

Proposed Gate
Direct garden access to be provided from Coldharbour Road

Proposed Fence Section
To match existing boundary fence

Proposed Maintenance Path

F2

F2
F2

F1

F1

F3

F1

F1

Proposed Substation

Proposed canopy over ambulance entranceProposed vehicular and pedestrian gates

F3
F3

F3

F1

Existing Pavement along Coldharbour Road

Proposed Knee Rail
To follow Hospice ownership boundary

Heavy Standard, 12-14 cm girth, 3.5 - 4.0 m height,
Root balled / Container grown and Multistem, 3.0 -
3.5 m height, Root balled / Container grown

Feathered, 3.5 - 4.0 m height, Root balled /
Container grown

3L shrubs, 3-5/m², 2L herbaceous plants, 3-7/m²,
and 10L specimens (1-3/planting area)

Native, 60/90 mm height, 2L, double
staggered rows, 5/m²

Seeding of native seed mix (4g/m²)

Turf

Tarmac - to Engineers details

Pre-cast concrete slab paving with
clay paver feature banding to main
terrace areas. Banding to respond to
existing and proposed Architecture

Coloured Tarmac

Required soil depth:
Trees: 300 mm topsoil with min. 600 mm subsoil.
Planting Areas and Hedgerows: 300 mm topsoil, with minimum
300 mm subsoil.
Trees, planting areas and hedgerows: 75 mm depth bark mulch.
Wildflower and Amenity Lawn areas: 150 mm topsoil with min.
300 mm subsoil.

Coloured tarmac footpath

Proposed compost area screened by hedgerow,
and mown maintenance path linking to main garden areas
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Fairy Garden Path
Existing path resurfaced, to provide
access to the small 'Fairy Garden'
under the trees. Turning area to be
provided at the end for wheelchair
access

Assumed extent of Southern
Water Easement Zone
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