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Measurement at the Car Position 

 
At a distance of 1m from the jet as it hits the car. 

 
Background reading prior to using equipment 51.8 dB(A) 
1 min = 76.6 dB(A) 

 
At a distance of 1m from the jet as it is used in the car. 
Background reading prior to using equipment 53.6 dB(A) 
1 min = 63.6 dB(A) 

 



measurement external to the plant room (whilst all equipment is operational) 
Position A (see attached plan) 
Background reading prior to using equipment 63.8 dB(A) 
Jet Wash 
1 min = 81.4 dB(A) 
2 min = 82.3 dB(A) 
3 min = 80.5 dB(A) 
4 min = 81.9 dB(A) 
5 min = 79.5 dB(A) 

 
Vacuum 
Background reading prior to using equipment 58.7 dB(A) 
1 min = 64.0 dB(A) 
2 min = 62.1 dB(A) 
3 min = 61.4 dB(A) 
4 min = 64.6 dB(A) 
5 min = 62.7 dB(A) 

 
Position B (see attached plan) 
Background reading prior to using equipment 52.8 dB(A) 
Jet Wash 
1 min = 77.6 dB(A) 
2 min = 78.8 dB(A) 
3 min = 78.3 dB(A) 
4 min = 77.5 dB(A) 
5 min = 78.4 dB(A) 

 
Vacuum 
Background reading prior to using equipment 54.6 dB(A) 
1 min = 59.8 dB(A) 
2 min = 61.1 dB(A) 
3 min = 59.4 dB(A) 
4 min = 61.3 dB(A) 
5 min = 58.7 dB(A) 

 
Position C (see attached plan) 
Background reading prior to using equipment 57.0 dB(A) 
Jet Wash 
1 min = 68.1 dB(A) 
2 min = 68.6 dB(A) 
3 min = 69.7 dB(A) 
4 min = 67.9 dB(A) 
5 min = 69.9 dB(A) 

 
Vacuum 
Background reading prior to using equipment 53.7 dB(A) 
1 min = 65.6 dB(A) 
2 min = 71.3 dB(A) 
3 min = 65.7 dB(A) 
4 min = 63.6 dB(A) 
5 min = 64.1 dB(A) 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
Measurement external to the Vacuum Housing (whilst all equipment is operational) 
Position A (see attached plan) 
Background reading prior to using equipment 54.7 dB(A) 

 
1 min = 73.7 dB(A) 
2 min = 73.4 dB(A) 
3 min = 72.8 dB(A) 
4 min = 72.3 dB(A) 
5 min = 72.10 dB(A) 

 
Position B (see attached plan) 
Background reading prior to using equipment 52.7 dB(A) 

 
1 min = 74.2 dB(A) 
2 min = 72.4 dB(A) 
3 min = 73.0dB(A) 
4 min = 72.2 dB(A) 
5 min = 71.8 dB(A) 

 
Position C (see attached plan) 
Background reading prior to using equipment 58.2 dB(A) 

 
1 min = 73.6 dB(A) 
2 min = 71.3 dB(A) 
3 min = 71.5 dB(A) 
4 min = 71.1 dB(A) 
5 min = 69.6 dB(A) 

 
Position D (see attached plan 
Background reading prior to using equipment 56.3 dB(A) 

 
1 min = 73.6 dB(A) 
2 min = 69.7 dB(A) 
3 min = 70.5 dB(A) 
4 min = 71.4 dB(A) 
5 min = 71.6 dB(A) 



Measurement at the Car Position 
 

Position E 
At a distance of 1m as it vacuums the car. 
Background reading prior to using equipment 53.1 dB(A) 

 
1 min = 70.1 dB(A) 
2 min = 69.9 dB(A) 
3 min = 71.5 dB(A) 
4 min = 70.4 db (A) 
5 min = 70.7 dB (A) 

 
Position F 
At a distance of 1m as it vacuums the car. 
Background reading prior to using equipment 55.1 dB(A) 

 
1 min = 58.6 dB(A) 
2 min = 59.2 dB(A) 
3 min = 58.4 dB(A) 
4 min = 58.9 db (A) 
5 min = 58.3 dB (A) 

 
Position G 
At a distance of 1m as it vacuums the car. 
Background reading prior to using equipment 54.6 dB(A) 

 
1 min = 67.6 dB(A) 
2 min = 66.2 dB(A) 
3 min = 67.4 dB(A) 
4 min = 69.9 db (A) 
5 min = 68.3 dB (A) 

 
Position G 
At a distance of 1m as it vacuums the car. 
Background reading prior to using equipment 55.8 dB(A) 

 
1 min = 62.6 dB(A) 
2 min = 63.5 dB(A) 
3 min = 65.7 dB(A) 
4 min = 65.4 db (A) 
5 min = 62..6 dB (A) 
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4 LEG CANOPY 
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Central Vacuum Cleaner inside the pump room 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 




