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Wall lights

Composite stone column

Black UPVC facia boards

Composite front door
Reconstituted cill and surround

Sandtoft Cassius Antique slate,
interlocking clay tile

ET products Topaz brick
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Marshal driveline
Priora block paving

Sandstone patio
slabs.

Spring flowering bulbs are to
be planted within the lawn at

the rear of the house with the
following bulbs being planted:
Snowdrop Gavanthus nivalis,

Primrose Primula vugaris, Wild
daffodils Narcissus

pseudonarcissus. 100 bulbs
will be planted.

Proposed Hedgehog fence
gap130x130mm

Proposed Hedgehog fence
gap130x130mm

Proposed Hedgehog fence
gap130x130mm

Proposed mixed hedgerow comprising
of Maple, Holly, Honey suckle, Beech,
and Hornbeam. Hedging plants will be

60-90cm bare root plants, planted at a

rate of 5 per metre. 83 metre length of

hedge so 415 plants.  Allow to grow to

1.8m.

Proposed Hedgehog fence
gap130x130mm

Various existing trees and
shrubs to remain

Proposed Holly tree
(Ilex aquifolium
argentea variegata)
pot grown to 40-60cm

Proposed Photinia red robin
pot grown to 40-60cm

Proposed Photinia
red robin pot

grown to 40-60cm

Dwarf Lilac bush pot grown to
40-60cm

Existing raise planting area
to remain

EV charging point

Lawn

Proposed Hedgehog fence
gap130x130mm

Note!
Planting will be carried out during the
autumn/spring planting season after the
completion of the building works
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Wall light

Wall light

Wall light

Wall light

Proposed lighting

LED luminaires, lower intensity, good
colour rendition and dimming capability;

A warm white spectrum (<2700Kelvin) to
reduce blue light component;

Luminaires should feature peak
wavelengths higher than 550nm to avoid
the component

of light most disturbing to bats;

Upward light ratio of 0% and with good
optical control should be used;

Luminaires should always be mounted on
the horizontal, i.e., no upward tilt; and

Any external security lighting should be
set on motion-sensors and short (1min)

timers.
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 lintelLine of steel supporting
first floor rear wall

Steel by engineer Steel by engineer

For all structural detail see ENR
engineers design schedule.

Foundations see ENR engineers
design details, prior to any works
starting.
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Front wall and wall to Eastern side of garden
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Proposed plans & elevations

Willow Pltt Hermitage Road

Mr & Mrs Gill
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