
MGHPAF-SL

Voltage 90-277VAC 50/60Hz

Power factor >0.95

Light Source LED Philips Lumileds

Driver Meanwell

Led Lifetime >54,000hrs/L70

Operating temp -40℃ to 60℃

Materials Aluminium body

Controls Smart-Lite Wireless control

High Powered Adjustable Flood Light 
with Wireless Control
Description

Outdoor/Indoor
Environment

Installation

Warehouse, sports fields and other 
similar applications.

Application

MG Lites, 4 Denaby Lane Industrial Estate, Coalpit Road, Denaby, Doncaster, South Yorkshire, DN12 4LH

General Data

Warranty

5YR
Protection

IP66
Lamp Life

>54000hr

Lumens per Watt 160lm/W for 60/90/120deg, 150lm/W for 30deg, 
120lm/W for 10deg

CRI 80

Light Source LED

Distribution 10 deg, 30 deg, 60 deg,90 deg, 120 deg options

Light Data

Toughness

IK08

www.mglites.com T: 01709 864841
sales@mglites.com

Supplied with hook for suspended installation 
or optional bracket.

The high powered adjustable flood is a versatile fitting. having a 
unique rotable modular design suitable for a variety of applications 
available with wireless control



Product Code Dimensions 
(mm)

Lumens
(lm)

System 
power

CRI CCT Weight
(Kg)

MGHAPAF60W 291x102x266 9,600 60W 80 6000K 2.4

MGHPAF100W 226x183x102 16,000 100W 80 6000K 2.8

MGHPAF120W 291x219x334 19,200 120W 80 6000K 3.8

MGHPAF180W 291x340x324 28.800 180W 80 6000K 4.7

MGHPAF200W 230x242x194 32,000 200W 80 6000K 4.1

MGHPAF240W 485x219x334 38,400 240W 80 6000K 5.9

MGHPAF300W 340x242x194 48,000 300W 80 6000K 5.6

MGHPAF360W 485x340x324 57,600 360W 80 6000K 8.6

MGHPAF400W 422x243x221 64,000 400W 80 6000K 7.6

MGHPAF600W 422x243x336 96,000 600W 80 6000K 10.5

OPTION CODE

CCT 2700K -6000K E.g. /4K

Marine Grade /MG

Beam Angles -10deg, 30deg, 60deg, 90deg, 120deg /10D, /30D, /60D, /90D, /120D

MG Lites, 4 Denaby Lane Industrial Estate, Coalpit Road, Denaby, Doncaster, South Yorkshire, DN12 4LH

Product variants

Options

www.mglites.com T: 01709 864841
sales@mglites.com

Features

Interchangeable optical lens 360 degree Rotatable holder

Rotatable modules and laser scale
Original angle scale plate Highly efficient cooling fan

High Powered Adjustable Flood Light 
with Wireless Control

MGHPAF-SL
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Light Distribution
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The optical lens system delivers uniform illumination. The following are for various applications:

Spot lighting - 10˚/ 30˚
General – 60˚ / 90˚
Flood lighting - 120˚

Rotable modules and various beam angle combination provide various light distribution

Smart-Lites Mini BLC DALI
Wirelessly control any make or type of luminaire

The Mini BLC-DALI is a smart lighting module with a 
single controller for DALI drivers. With a Mini BLC-DALI 
you can easily control any DALI dimmable luminaire and 
emergency lighting.

BLC modules automatically form a wireless sensor and 
control network that is self organizing and self-
synchronizing, resulting in a robust and scalable smart 
lighting system that inherently is the foundation for a 
smart building network.

Easy Installation:

The Mini BLC-DALI is small enough to fit into 
any luminaire and its separate antenna makes 
up for extra flexibility. The installation of the 
Mini BLC-DALI is kept simple with two 
mounting slots. The wiring can be fixed and 
covered by an optional strain relief.

High Powered Adjustable Flood Light 
with Wireless Control

MGHPAF-SL



Technical Summary:

Ordering Information:

MG Lites, 4 Denaby Lane Industrial Estate, Coalpit Road, Denaby, Doncaster, South Yorkshire, DN12 4LH
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Network Features:

• Wireless, stand-along network that is self-
organizing an self-healing.

• 2.4GHz communication for reliable data 
transfer

• Secure by design
• Ultra-scalable to >10,000 fixtures in one 

network
• Low operational cost

Special Features:

• Dimming and switching of a wide range 
of lamps and LEDs.

• Low energy consumption by using he 
latest RF technology

• 30% (minimum) to 90% energy savings 
with light control

• Data logging of DALI dimmable and 
emergency lighting drivers.

Optional:
• On-the-fly (re) commissioning with the 

commissioning app.
• Connect to third party back-office/ Light 

Management system (LMS via an 
Ethernet Gateway.

The Mini BLC-DALI operates in the 2.4GHz ISM 
band. The Smart-Lite network protocol 
ensures a resilient and reliable connection. 
The Mini BLC-DALI is fitted with an external 
antenna providing enough reach for most 
indoor office and industrial applications. 
Every BLC device acts as a repeater for the 
next device, expanding the range and 
reliability of the wireless network.

SL-BLC.1002.001 Mini BLC-DALI
SL-BLC.1012.001 Strain Relief for 
   Mini BLC

High Powered Adjustable Flood Light 
with Wireless Control

MGHPAF-SL

Smart Lighting in 3 steps

Add sensors and switches

Smart-Lite Smart-Lite

Connect Smart-Lite to your 
lights

Configure the networks via 
the App
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Technical Specifications

CONNECTIONS
Power supply – single fase 230VAC (+/- 10% 50Hz)
DALI Master output (maximum of 1 slave)
Wiring – 1.5mm²
Antenna – SMA Female
ENERGY CONSUMPTION
Typical 0.2W
RADIO
2.4GHZ ISM band (2.400-2.4835 GHz)
SAFETY
Class II double insulation
Overvoltage category II
Surge protection (1KV L/N)
ENVIRONMENT
Operating temperature: -20℃ to +70℃
Relative humidity: 10% to 90%
Installation height maximum 2000m above sea level
PROTECTION DEGREE
IP20
CERTIFICATION
ETSI EN 300 440
ETSI EN 301 489-01/03
IEC EN 60950-12006
CE Marking
HOUSING
LxWxH 84x30x24.9mm
Material ABS (PA-765)
Weight 50 gram
Colour RAL9003 White)

High Powered Adjustable Flood Light 
with Wireless Control

MGHPAF-SL
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